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SUNPOC

Gompany Prof ile

Being a professional manufacturer and exporter in the field of of quality test instruments,guizhou SUNPOC
tech industry co., [td.(SUNPOC) mainly supplys optical profile projectors, video measuring machines, tool-

maker microscopes, digital readout, linear scales, hardness tester, digital caliper and measuring software,

etc. The products are widely applied for in the industry of mechanic, electronic, mold and hardware for

quality control etc.Adhere to the "quality first, users first" business purposes and “creating the 1st class

domestic supplier, setting up international fomous brands” as the developing target of the enterprise, the

:

SUNPOC team has worked and researched with constantly efforts to improve the quality and explore new

products to serve the customers better. Under the scientific and strict management and always deliver on

time and honor the contract, SUNPOC has enjoyed a good reputation both home and abroad. Currently

our product has passed the 1SO9001:2000, certification of 2000 international quality control system, CE

certification and verification of ISO1002-1 metering certification system. SUNPOC has already established

some distributor in mainly district in the world with its service and technical support networks. At the same

time, our team will bring professional service for each of our customer.Our vission is that we are willing to
work with the worldwide liteful partner for a better tomorrow, to climb up a new height of optical measure-

ments. let us fight together!

Business purposes: quality first, users first

Beveloping target: creating the 1st class domestic supplier,
setting up iInternational famous brand

precision 1S our vision

COMPANY

BROCHURE



WDW-D

1

Electronic Universal

Testing Machine

Features:

WDW-D series microcomputer control electronic universal testing machine is compacted and easy
operating tor users. it's widely used in materials tensile, compression, bending, peeling, shearing
stretching tearing etc. The machine middle crossqgirder is guided by high precision guide rod,
which has high rigidity and good linear motion features. Varied fixtures fit for different samples,
load cell sensors, deformation measurement sensors and other accessories can meet almost all
customer’s needs. The flexible and easy operating software makes the user's testing process easier.
test solutions cover plastics, metals, automotive, building materials, textiles, paper and board, food

and packaging and composites.

Software features:

The testing software provides a simple and intuitive operator interface for a variety of materials

or industry tests, powertul user-programmab

e interaction capabilities, comprenhensive analysis

and reporting capabilities, and a large number of standard test methods built into it. That is, it
can meet the requirements of simple, easy-to-use and high-efficiency required for quality con-
trol, and can meet the individualized test requirements required by research institutes to study

material properties in depth.

standard model

high accuracy model

max testing force

test grade

testing force accuracy
testing force range
force resolution
deformation accuracy
deformation resolution
displacement accuracy
displacement resolution
speed range (mm/min)
control accuracy
crosshead move range
pull space

push space

test wide

grip body

flat jaw(mm)

round jaw(mm)

pressure plate(mm)
bending clamp
extensometer

Large deformation
motor

power supply

machine dimension(mm)
weight

Technical parameters:

WDW-5/10/20D

WDW-5/10/20E
5/10/20/kN

0.00Tmm

+0.5%
0.00Tmm

0.001 ~500

1100
800mm
800mm

400
one suit

0-7
7-14 (O)
14-20(0)

d4~D9
®9-014 (O)
®14-920(0)
@100 x1
(optional)

servo motor
220V
740x420x1720
400Kg

WDW-50D WDW-100D WDW-200/300D
WDW-50E WDW-100E WDW-200/300E
50kN 100kN 200/300kN

1 class WDW-E: 0.5 class
+1% WDW-E: £0.5%
1%-100%Fs WDW-E 0.4-100%Fs

1/300000Fs
+1% WDW-E: £0.5%
0.00Tmm 0.00Tmm 0.00Tmm
+0.5% +0.5% +0.5%
0.002mm 0.002mm 0.002mm
0.001 ~ 500 0.001 ~500 0.001 ~ 500
+1% WDW-E: £0.5%

1100 1100 1100
700mm 700 600
700mm 700 600

500 550 550
one suit one suit one suit
0-7 0-7 0-9
7-14 (O) 7-14 (O) 9-18 (O)
14-20(0) 14-20(0) 18-27(0)
P4~D9 P4~D9 P4~D10
®9-d14 (O) ®9-014 (O) P10~P16(0)
®14-020(0) ®14-920(0) d16~P25(0)
®100 x1 ®100 x1 ®120 x1
(optional) (optional) (optional)
10/50mm(optional)
Large deformation extensometer 0-800mm(optional)
servo motor servo motor servo motor
220V 220V 220V

850X480X1865 100X550X2076 1050X700X2421

650Kg 800Kg 1000Kg

WDW-500/600D

WDW-500/600E
500/600kN

0.00Tmm
+0.5%
0.002mm
0.001 ~ 500

1100
700
700
750
one suit
0-15
15-30 (O)
30-40(0)
P4~D12
®12~D26(0)
®26~D40(0)
®120 x1
(optional)

servo motor
220V
1200%770x2235
2000Kg



WDW-D series electronic universal testing machine (PC)
WDW-L series electronic universal testing machine (LED)

Features:

Using direct current servo motor as a power source,this testing machine adopts the chip integrated
advanced technology, professional design to enlarge the data acquisition and control systems, test power
amplification, a/d conversion process of implementation of the dual control and display of all digital adjust-
ment. The machine can be of various metals, non-metallic and composite mechanical properties of materi-
als testing and analysis, widely used in aerospace, petrochemical, machinery manufacturing, electric wires,
cables, textiles, fibers, plastics, rubber, ceramics, food, medicine packaging, plastic pipes, plastic doors and
windows, geotextile fabric, film, wood, paper, metal materials and manufacturing. according to gb, jis, astm,
din, 1so standards, this machine can automatically test the greatest value, the value of fracture strength,
vield strength, upper and lower yield strength, tensile strength, compressive strength, fracture elongation,
tensile elastic modulus the amount of bending modulus of elasticity, etc testing data.

- Stop automatically: after moving beam stop automatically as the specimens broken;

- Demarcate automatically: the system can realize the demarcate of indication accuracy;
- Process realize: testing progress, measurement display etc as per scm;

- Limit protection: have progress control and machinery protection;

- Overload protection: stop automatically when exceed 3%-5% of grads max.

Moed|

max testing force

test grade

testing force accuracy
testing force range
force resolution
displacement accuracy
displacement resolution
speed range (mm/min)
control accuracy
crosshead move range
pull space

push space

wedge grip body
diameter of pressure plate
large deformat ion Extensometer
motor

power supply

machine dimension

weight

Compression
Grip

Load Cell

Tensile

Technical parameters:

WDW -1D
WDW -1L
kN
|
+1%

1% -100%Fn
0.1N
+0.5%
0.0Tmm
0.05 ~ 500

+1%
1200
1200
1200
one sult
80 x1
0-800mm(optional)
Step motor
220V
380x230x1550mm
12 OKg

WDW -2D
WDW -2L
2kN
1
+1%

1% -100%Fn
0.TN
+0.5%
0.0Tmm
0.05 ~ 500

+1%
1200
1200
1200
one suit
®80 x1
0-800mm(optional)
Step motor
220V
380x230x1550mm
12 OKg

et

Limit Switch

III
E
¢
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Motor

WDW -5D
WDW -5L
5kN
|
+1%

1% -100%Fn
0.1N
+0.5%
0.0Tmm
0.05 ~ 500

+1%
1200
1200
1200
one sult
O8O0 X1
0-800mm(optional)
Step motor
220V
380x230x1550mm
12 OKg




Technical parameters:

WAW - 300D

Hydraulic Universal
Testing Machine

6 columns (4 Stand 6 columns (4 Stand columns, 6 columns (4 Stand columns, 2
columns

columns, 2 guide screw) 2 guide screw) guide screw)

grade 1 1 1
force range 2%-100%FS 2% -100%FS 2% -100%FS
force resolution 1/500000 1/500000;1/300000 1/300000

displacement resolution

deformation range 1% -100%FS 1% -100%FS 1% -100%FS

deformation accuracy +0.5% +0.5%:+1% +1%

round specimen P13 -P20 ©20-P32 P13 -DP26 P26-P40 P15 -P30 P30-P55 DP55-®7/0

Flats pecimen wide /5mm 90mm;100mm

pull space 800mm 800mm/950mm 1000mm

wide 500mm 500mm/560mm 680mm

690x660x2000,
690x660x2000, 830x720x2160,
machine size(mm) ollsources1200x680x/50;
oillsources1200x680x750 oil sources1200x680x750
830x720x2160, oil sources1200x680x/750

Features:

The load frame appearance is streamline designed and exquisitely made, four poles and double guide
screws form loading test space; underneath oil cylinder use hydrostatic oil film clearance seal technolo-
gy, upward-downward moving beam adopt turbine, worm transmit mechanism and eliminate gap
mechanism, it make sure the beam moving smoothly.Without gap ,collect part is semi-open type,
using imported high accuracy load sensor measuring test force directly, with high accuracy indicating
value: £1% and wide measuring range: 2-100%. oil source system adopt integrate control cabinet, with
integrated servo. clamp oil source. Use imported high pressure gear pump, steady and no impacting,
new independent control system is reliable and steady, also has high sampling frequency.

2./5KW 380V, 50HZ 2./5KW 380V, 50HZ or 220V/60H/Z;
power 3.0KW 380V, 50HZ
or 220V/60HZ 3.0KW 380V, 50HZ

Strain control + strain control + moving control , yield
Automatically determine, suit GB228-2010 a method;

Strain control + moving control + moving control , yield
Automatically determine, suit GB228-2010 a method;

Stress control + strain control + moving control , yield
Automatically determine, suit GB228-2010 b method;

Stress control + moving control , non-elastic portion
Automatically determine,Suitable for power control to pull off .
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WAW - E Series

Hydraulic Universal
Testing Machine

Features:

There is no gap, and the acquisition part is semi open. The imported high-precision load sensor is usea
to directly measure the test force. The high-precision indication value is + 1%, and the range is 2-100%.
The oil source system adopts integrated control cabinet, integrated servo and clamping oil source.
Imported high pressure gear pump is adopted, which is stable without impact. The new independent
control system is reliable and stable with high sampling frequency.

Technical parameters:

columns 6 columns (4 Stand columns, 2 guide screw)

grade .5

1/ 500000

force resolution

displacement resolution

deformation range

deformation accuracy

round specimen

flat specimen wide 7/5mm

pull space 800mm

wide 500mm

machine size(mm) 690 x 660 x 2000, oil sources 1200 x680x 750

ower 2 75KW 380V, 50HZ or 220V/60HZ

WAW -1000DG

Steel Strand Tension Testing Machine

Features:

The waw — 1000DG steel strand tensile testing machine has streamlined design of bearing frame and
exquisite production. The loading test space is composed of four pole double guide screws. the import-
ed high pressure gear pump is used to ensure stability without impact. The new independent control
system is reliable and stable with high sampling frequency.

Strain control + strain control + moving control , yield
Automatically determine, suit GB228-2010 A method;

Strain control + moving control + moving control , yield
Automatically determine, suit GB228-2010 A method;

Stress control + Strain control + moving control , yield
Automatically determine, suit GB228-2010 B method;

Stress control + moving control , Non-elastic portion
Automatically determine,Suitable for power control to pull off

Technical parameters:

columns o columns (4 Stand columns,2 guide screw)

grade
force resolution
displacemenresolution

deformation range

deformation accuracy

scimen Steel wire:®9 JCD21, | ; G26-D45;
\ see ide

machine size(mm) 830x7202660,0il sources1200x680x750

power — —




C1100/C2200

C2200 Electronic Universal Testing Machine

C1100- Smart Electronic Pull Tensile Testing Machine

Features: E

C1100- smart electric pull tensile testing machine, move by motor and with digital push force meter measure
unit, is mainly used to test plastic sheet, pipe, paper, leather, plastic film and rubber, wire and cable, waterproot
coil, wire and other materials, with different fixtures can be measured tensile compression, bending peel,
displacement, tear , Insertion and extraction forces, tensile damage and other tests, tensile testing machine is
ideal testing equipment for industrial and mining, commodity inspection arbitration, research institutes, univer-
sities, engineering quality supervision stations and other departments.

Various multifunctional fixture, can meet all kinds of material

Touch screen curve display

Measuring range: 10 ~ 500n (50kg) Features:

Test move stroke: 350 mm

Induction method: digital push force meter
Test speed: 5 ~ 300mm/min adjustable
Power system: ac motor

Volume: 560x345x1080mm

Weight: 30kg

Power supply: ac220v 50nz

, C2200-series digital panel control electronic universal testing machine is compacted and easy operating for
5 users. It's widely used in materials tensile, compression, bending, peeling, shearing stretching tearing etc. the
machine middle crossgirder is guided by high precision guide rod, which has high rigidity and good linear
motion features. Varied fixtures fit for different samples, load cell sensors, deformation measurement sensors
and other accessories can meet almost all customer’s needs. The flexible and easy operating software makes
the user's testing process easier. Test solutions cover plastics, metals, automotive, building materials, textiles,
paper and board, food and packaging, and composites.

Technical parameters:

Digital display electric tensile testing machine

Features:

The tensile testing machine is mainly used for testing plastic plate, pipe,
paper, leather, plastic film and rubber, wire and cable, waterproof mem-
brane, metal wire and other materials. It can test tensile compression,
bending and stripping, displacement, tearing, pulling and pulling force,
tensile destructive force and other tests with different fixtures. the tensile
testing machine is industry and mining, commodity inspection and
arbitration, scientific research institutions, colleges and universities, anad

standar d model C2202 C2202 C3304 C3305

100N 200N 500N T000N 2000N 5000N
10kg 20kg 50kg 100kg 200kg 500kg
KGF, gf, N, KN, lbf
MPa, kPa, KGF/cm2, Ibf/in2
test grade 1 class 1 class 1 class 1 class
testing f orce accuracy +1% +1% +1% +1%

max testing force

force unit
deformation force unit

engineering quality supervision station and other departments ideal testing force range 1% -100%Fs 1% -1009%Fs 1% -100%Fs 1% -1009%Fs
testing equipment. g E force resolution 1/ 200000Fs 1/ 200000Fs 1/ 200000Fs 1/ 200000Fs
Measuring range: 10-500N (50kg) | P ' deformation accuracy +1% +1% +1% +1%
Test stroke: 350 MM - , deformation resolution 0.00Tmm 0.00Tmm 0.00Tmm 0.00Tmm
nduction mode: push pull gauge 5 displa cement accuracy +1%
Resolution: 0.01N = displacement resolution 0.001mm 0.001mm 0.00Tmm 0.001mm
Test speed: 5 ~ 300 mm / min, adjustable (can be customized according 5 speed range (mm/min) 0.001 ~ 300 0.001 ~ 300 0.001 ~ 300 0.001 ~ 300
to requirements) 5 crosshead move range 700mm 700mm 1100 1100
Power system: ac motor E oull space 450mm 450mm 450mm 750mm
Volume: 560 x 345 x 1080mm push space 450mm 450mm 450mm 750mm
Weignt: 30kg 5 test wide 150 150 150 150
Power supply: ac220v single phase grip body one suit one suit one suit one suit
flat jaw (mm) 0-7 0-7 0-7 0-7
round jaw (mm) optional optional optional optional
pressure plate(mm) X1 ' X X
extensometer optional optional optional optional
large deformat ion optional optional optional optional
E MOotor servo motor servo motor servo motor Sservo motor
E power supply 110 -220V 50/60Hz 110 -220V 50/60Hz 110 -220V 50/60Hz 110 -220V 50/60Hz
' weight 40kg 40kg 40kg 65kg




C3300 Series

Electronic Universal
Testing Machine

UNIYERSAL TEST MACHINE

C3300-series digital panel control electronic universal testing machine is compacted and
easy operating for users. It's widely used in materials tensile, compression, bending,
peeling, shearing stretching tearing etc. the machine middle crossqgirder is guided by
high precision guide rod, which has high rigidity and good linear motion features. varied
fixtures fit for different samples, load cell sensors, deformation measurement sensors
and other accessories can meet almost all customer’s needs. the flexible and easy oper-
ating software makes the user's testing process easier. Test solutions cover plastics,
metals, automotive, building materials, textiles, paper and board, food and packaging,
and composites.

180 “peel 90 “peel

Touch screen curve display Various multifunctional fixtur

Technical parameters:

standar d model

max testing force

test grade

testing force accuracy
testing force range
force resolution
deformation accuracy
deformation resolution
displacement accuracy
displacement resolution
speed range (mm/min)
crosshead move range
pull space

push space

test wide

grip body

flat jaw (mm)

round jaw (mm)
pressure plate(mm)
extensometer

large deformation
motor

power supp ly

machine dimension(mm)
weight
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420mm
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C3342, C3343,C3344

C3342

0.2Kn/ 0.5Kn
1 class
+0.5%
1% -100%Fs
1/300000F s
+1%
0.001Tmm
+0.5%
0.00Tmm
0.001 ~500
700mm
450mm
450mm
150
one suit
0-7
optional

X1
optional
optional

step motor

110 -220V 50/60Hz
420%370x950mm

55kg

1025mm

3343

Kn
1 class
+0.5%
1% -100%Fs
1/300000Fs
+1%
0.00Tmm
+0.5%
0.00Tmm

0.001 ~500

700mm
450mm
450mm
150
one suit
0-7
optional
X1
optional
optional

step motor

10 -220V 50/60Hz
420x370x950mm
55kg

C3344

2Kn
1 class
+0.5%

1% -100%Fs
1/300000Fs

+1%

0.00Tmm

+0.5%

0.00Tmm
0.001 ~500

1100
450mm
450mm

150
one sult

(=7
optional
X1
optional
optional

step motor
10 -220V 50/60Hz
420x370x950mm

55kg

C3345

5Kn
1 class
+0.5%

1% -100%Fs

1/300000Fs
+1%
0.00Tmm
+0.5%
0.00Tmm
1100
/750mm
/50mm
150
one suit
0-7
optional
X1
optional
optional
step motor

110 -220V 50/60Hz
450x420x1250mm

65kg

forceR2EI5KN
touchiscreen
cuveldisplzy
handi |I¥‘ﬂﬁﬁ1ﬁ}
seryoimotor

C3345



C3362 Series

Electronic Universal
Testing Machine

Technical parameters:

standard model
column

max testing force

test grade

testing force accuracy
testing force range
force resolution
deformation accuracy
deformation resolution

displacement accuracy
displacement resolution

speed range (mm/min)
crosshead move range
pull space

push space

test wide

grip body

flat jaw (mm)

round jaw (mm)
pressure plate(mm)
extensometer

large deformation
motor

power supply

machine |rnen sion(mm)
weight

C3362
double column
2Kn/ 5Kn

0.5 class
+0.5%
1% -100%Fs
1/300000Fs
+1%
0.00Tmm
+0.5%
0.00Tmm
0.5~ 500
700mm
7/00mm
700mm
420
one suit
0-7
optional
il
optional
optional
servo motor
110 -220V 50/60Hz
720 %520 x1300mm
150kg

C3363
double column
10Kn

0.5 class
+0.5%
1% -100%Fs
1/300000Fs
+1%
0.00Tmm
+0.5%
0.00Tm m
0.5~ 500
700mm
7/00mm
700mm
420
one suit
0-7
optional
X
optional
optional
servo moto r
110 -220V 50/60Hz
720 %520 x1300mm
150kg

C3364
double column
20Kn

0.5 class
+0.5%
1% -100%F s
1/300000Fs
+1%
0.00Tmm
+0.5%
0.00Tmm
0.5~500
700 mm
700 mm
700mm
420
one suit
0-7
optional

Xl
optional
optiona

servo motor
110 -220V 50/60Hz
720 %520 x1300mm
150kg

double column

50Kn

0.5 class
+0.5%
1% -100%Fs
1/300000Fs
+1%
0.00Tmm
+0.5%
0.00Tmm
0.5~ 500
700mm
7/00mm
700mm
420
one suit
0-7
optional
X
optional
optional

servo motor

110 -220V 50/60Hz
720 x520 x1300mm
150kg

Characteristic:

Various fixtures, load cells, deformation measurement sensors and other accessories
‘erent samples can meet the needs of almost all customers. flexible and

suitable for dif

easy to opera

e 50

'ware makes the testing process easier for users. Test solutions

include plastics, metals, automobiles, building materials, textiles, paper and cardboard,
food and packaging, and composite materials.

Touch screen curve display

180 “peel

Various multifunctional fixture, can meet all kinds of material

limit switch

zolumn

emergency button

1330
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L33b2; G3363; L3304, L3365 (33062; L3363, L3364, L3365




Universal Test Machine Accessories

:
- N ,r 2 S N 3 x : i .. e & 4 o 4 A g i
:

- o \C J S ,.«* LS P : L > \. 4 \ : ,.-J . F b 4
A type shoulder Compression fixture with Compression tool @ 150 Compression fixture ® 100 Round mouth clamp : Four point bending Wire drawing fixture 10kN wire rod A-type braided Pneumatic tensile fixture
fixture,bolt fixture micrometer gauge with spherical surface with spherical surface : belt clamp

r N\ - N\ - % .f' N\ : r ﬁ ~\ 4 \ 4 N ’ \

: 8
: &
i !

- . N B’ \ ) X _/ E - _ - _4 L ] - _/

Bending fixture Crack resistance Ruller peel fixture Adhesive tape peel fixture Type a bending fixture : Winding tension Lever clamp Thermal insulation aluminum Transverse stretching
bending fixture : type tensile fixture tensile fixture
i

4 N . w - S 5 N s \ : ) 4 N 4 3

\. J \. J % J % J - J : - J . \. 4 \ -

Tension clamp for wrapping Braided belt clamp Safety belt stretching fixture Bolt stretching fixture Type a bending fixture : Ring type belt concrete pull fixture Width to clamp Stretching fixture

tape winding : tensile fixture
:
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Type a bending fixture High temperature High temperature deformation Fixture for nail holding force test Surface bonding : Pneumatic clamp Pneumatic wire rod The rope is entangled Double layer plastic pipe
tensile fixture drawing device strength fixture : tensile peel fixture
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Shear fixture along grain Wood tensile fixture Spring compression fixture Geotextile tresis fixture Geotextile Wedge : Pneumatic drawing Universal joint (spherical) Wire drawing Longitudinal shear C-type lever clamp
tensile fixture : of copper foll
4 X i ™ 4 ™ -~ ™ 2 ™ : y- ™ 4 k. 4 E ™ & e & B
i
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Battery plate tresis fixture Nonwovens tresis fixture Ring specimen fixture for Eyeglass frame clamp Geotextile tensile fixture : Lever clamp Mechanical wedge clamp Pneumatic wire rod Eccentric wheel clamp Hydraulic wedge drawing
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SPY-Series

SPYM- 1000

This computer is controlled by microcomputer, constant loading and automatically
complete the testing process, smoothly, horizontal landing and then can be used. It
widely used In compressive strength test rock, concrete, cement products, hollow

bricks, fly ash bricks, refractory materials, engineering materials, stone, rubber bear-
ings and other building materials.lt meet gb/t13544-2000, gb/t5001-2002, gb170-90,

Manhole Cover Pressure Tester

Eq__il' rd mm -I = - " . .

gb/t17671-1999 and so on , and it can automatically calculate outcome parameters Features:

specified in the relevant standards. It is mainly used for product quality supervision This testing machine is mainly used for compressive strength test of manhole cover. the

department, engineering quality testing, universities and large mining industrial testing machine adopts advanced technology such as high-precision servo pump with wide

enterprises. ¥ speed range and computer digital control. It can automatically measure and control the
e e : whole process of loading and unloading of the testing machine automatically. Various test

1, This machine uses precision sensors and computer-controlled, automaticlly stor- | 2 s parameters are controlled, measureq, displayed, processed and printed by the computer,

age, access and print the test report. = e me e SEEE with high integration and easy to use.

INErODE NN ;
. . . | . P |
2, This machine uses rotating screw to adjust the compression space, greatly acceler- | 8 = . 8

ate the progress of the testing. This machine can self-design the reports according to
department requirements.

Test standard:

CJ / T3012- -93 cast Iron inspection manhole cover

JC / T889- -2001 steel fiber concrete Inspection manhole cover

CJT121- -2000 recycled resin composite material Inspection manhole cover
CJ / T211-2005 polymer-based composite material inspection manhole cover
GB / T2611-92 general technical requirements for testing machine -
JB / T8612-97 microcomputer controlled electro-hydraulic servo universal testing machine
And other standards stipulate the test requirements.

Technical parameters:

model SPYM-100 0

max testing force(KN) 600/1000KN
Standard: GB, JIS, ASTM, DIN, ISO

test grade Grade 1
Technical parameters: test force accuracy 1%
— E— S EE— EE— E— test force range 2%-100%
model SPY-2000B SPYW-2000B SPY-3000D  SPYW-3000D SPYW-5000C | |
maximum test force: 2000kN 3000KN 3000KN “5000KN Speed rangedmmmin) G =SRy i
range 0~2000KN 0~3000KN 0~5000KN test wide 1200mm
display accuracy __ +1% +1% +1% | | .
column spacing 260mm 340mm 380mm 700mm table size (LW :mm) 1200*12 00
pressiee plate size ®300mm (c:sp“‘ti(gns 300*400) 37/0*3/0mm  320*320mm 610*710mm external dimension(mm) 1600*1400*2000mm
compression space 0-340mm 0-350mm 0-370mm 0-370mm 0-700mm adjustable weight 3000kgs
whole weight 700kg /00kg 1300kg 1300kg ( 8000kqg )

power 380V/220V 0.75kw 380V/220V 0.75kw 380V/220V 4kw



Packing Case PressTest-
ing Machine

NJS- Series Digital Torsion Tester
NJW- Series Microcomputer Control Torsion Teste = ‘E J

Standard: GB, 1SO2872, ISO12048,ASTM
D642 TAPPI-T804,J15-20212

Use for metal materials, non-metallic materials,

Model WDW-10/20/50/100D-214 : composite materials and components to

Max testing force(KN) T0KN,20KN,50KN,100KN ; reverse the performance tests. Mainly applied

est ‘;O"C@ accuracy %—*Oj-gg:f ; to measure quality control; metallurgical steel;

est Torce measurement - ® : - : e o e NJS-01/02

Measuring range grad or not grad(users optional) ; etk Al s R U s O NJS-05/10/20/50
Deformation measure accuracy +19% | J-[IOHS of higher .\ear.nmg, researcl“ \aboratqr!es,

Deformation resolution 0.00Tmm | iInspection arbitration, technical supervision

Displacement measurement accuracy +0.5% : departments; building materials ceramic;

Displacement resolution 0.0Tmm : trecharmieal indictr h el b

Speed 0 ~ 200mm/min (0-500mm,/min ) - petrochemical industry; other industries

mechanics laboratory.

, NJS-01A/02A
: NJW-05/10/20/50

" : NJS-01 NJS-02 NJS-05 NJS-10 NJS-20 NJS-50
Horizontal Hyd raulic | Model NJS-01A NJS-02A NJW-05  NJW-10 NJW-20  NJW-50
- - . (Electronic) (Electronic ) (PC control) (PC control) (PC control) (PC control)
U N |Versa| Testl ng M dC h INe | max test torque 100Nm 200Nm 500Nm 1000Nm 2000Nm 5000Nm
: torque display value 2-100Nm 4-200Nm 10-500 20-1000 40-2000 100-5000
Model WL-1000/3000/5000,/10000 mm_l.'eadlrjg of test torqu¢ 0.TNm | 0.1Nm 0.TNm 0.1Nm : 0.1Nm 0.1Nm
| - relative error of torque display-value +1% +1%
Max testing force(KN) 1000KN,3000KN,5000KN, 10000KN | repetitive error of torque display-value 1% 1%
max.reading of torsion angle 0 ~9999 .9° 0 ~ 9999.9°
min.reading of torsion angle 0.01 0.01
relative error of torsional angle +1% +1%
A u to m a 't i C S p ri n g Te Sti n g M a C max distarjce between torsion clamp 0-260mm (option 700mm) 0-500mm
I power supply 220V+10% , 50Hz 220V+10% , 50Hz

model ASP-10N  ASP-20N  ASP-50N ASP-100N

ASP-500N

ASP-200N

Max force 10N 20N 50N 100N 200N 500N : : : : l
: _ |

- SPS-Serial Spring Testing Machine

Unit N, Kg. g. b 5 Model SPS-50M  SPS-100M  SPS-200M  SPS-500M  SPS-1000M  SPS-2000M

Accu racy of force +0.2% : Max. Test Load 50N 100N 200N 500N 1000N Z2000N
Error of Testing +1%

Displacement resolution  0.01Tmm : Resolution of load 0.01N 0.1N
: Test Stroke Tension & Compression 220mm 270mm

Move range ~00mm : Diameter of the plates 260 mm 100 mm

Move speed 1~600mm/min

Press plate @20mm p60mm
: Model SPS-1000A  SPS-2000A  SPS-5000A  SPS-10000A  SPS-20000A

Key move range I, e, DUl E Max test load 000N  2000N  5000N  10000N  20000N

Test mould Compress, tensile, Belleville sprin - Error of Testing 1% -

- Y | v PHNS Min.reading of test load 0.1N IN
1. Set the length and m easure the load ; Min.reading of displacement 0.0Tmm

: Loading speed 1-500mm/min 1-300mm/min

Tk anie o 2. Set load measured length Max.distance tension test 600mm 600mm

= datioal 8 Eo this daternation snd treasurathe load : Max.diatancetwo compressionplates 600mm 600mm

‘ : Diameter of compression plates 100 mm

4. Set the load to measure the deformation

Machine size 450mmx=380mmx550mm
Machine weight About 58kg l SN AR =t . ga— .
R $ 2 @ =
e SR Kot : | Wdom| [stoprs | resetro
: h (ol |
] L : —

.

—— N
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Impact lTester

JBIC-300BN/JBIC-500BN

(Both Charpy & |zod)

Semi-automatic impact testing machine

JBIC-5D/25D) /JBIC-5/25

Features:
Features: 1.Semi-automatic impact testing machine is microcomputer control, electric rising pendulum, impact, results
|zod & charpy impact tester is innovative multi-test instrument for the determination of polymers are measured ca\cu.\ated by microcomputers aﬂd di_sp\ayedﬁ digitally and printed out, having nigh operation
and composite materials resilience according to both charpy and izod methods.is used to test or efficiently, high testing accuracy. the energy which is remained after the specimen is impacted broken can
determine the anti-impact capacity of non-metal materials, such as hard plastic, enhanced nylon, automatically rise the pendulum for the next testing, simple operate and has high working efficient, the materi-

als impact absorbed energy, impact elasticity and pre-rising angle of pendulum and average value of test can
be calculated and displayed, the test data and average value of the time can be printed

2. The principle machine of the testing machine has single column structure,

cantilever type pendulum hanging mode; the pendulum body is u-shaped.

ceramic, toughened glass, pottery, cast stone, dielectric etc.And other metallic and non-metallic
materials. being adopted by scientific research institutes, colleges, universities and many non-me-
tallic materials manufactures and laboratories. also, it has advantages of simple in structure, easy
to operate and high accuracy.This machine is developed according to the standard of standards

i | 3. The impact cutter is installed and fixed by screws and is convenient and easy to replaced.
-NISO179, ENISO180,1SO9854, DIN53453 ASTMDZ256 it also can be connected to the PC. 4. the specimen is supported via simply by supported beam
1) Energy: charpy 1), 2J, 4J, 5J, 7.5j, 15J, 25J ,izod 1), 2.75J, 5.5J, 11J, 22 5. Safety g-uard pin is arranged on the princip\e machine which is a}so provid_ed With safety guard net. B
6. The testing machine is controlled in a semi-automatic way, electric control is realized for pendulum rising.

2) Impact speed: charpy 2.9m/s 3.8m/s lzod 3.5m/s

3) Support: charpy 40mm 60mm 70mm 95mm Izod 22mm
)
)

pendulum hanging. impacting and pendulum placing, the energy which is remained after the specimen is
broken can automatically rise the pendulum for the next testing, thus, the testing machine is suitable to be
used In laboratories which make consecutive impact tests or the metallurgy and machine manufacturing
sectors which are involved with a large of impact tests.

GB/T 2611-2007, JB/T 7406.1-1994, GB/T 3808-2010GB/T 229-2007,

JJG 145-2007, GB/T 18658-2002, JB/T 6147-2007.

ISO 148:1998 {Metallic materials-Charpy pendulum impact test)

ASTM E23-07a {Standard Test Methods for Notched Bar Impact Testing of
Metallic Materials)

4) Size (Ixwxhn): 500mmx350mmx/80mm
5) Weight: 130kg

0) Power supply: ac220+10v 50HZ
/) Working condition: 20+5°C, RH£80

JBIC-5 /25

Technical parameters:

Model JBIC-300BN JBIC-500BN
JBIC-5D /25D Impact energy 150J/300) 250J/500J
Control type Electric Electric

Technical parameters:

The distance between the

ol St il ieact voind Charpy 750mm; Izod 629mm Charpy 800mm ; Izod 629mm
Model Energy Speed Display control mpact speed Charpy 5.4 m/s ; Izod4.8m/s
Charpy: 1J/2) /4) /5) Charpy: 2.9m/s Display type Lomputer
JBIC =5 Dial Display Manual Pre-rising angle of pendulum 150°
|zod: 1)/2.75/5.5) lzod: 3.5m/s .
Specimen bearer span 40+0.2mm
Charpy: 1) /2) /4)/ 5) Charpy: 2.9m/s | AL
IBIC -5D — digital DRO (LCD) AULO Round angle of the jaw R1: 0 -1.5mm
zod: 1) /2.75/5.5] zod: 3.5m/s Round angle of imp act cutting edge R2: 0--2.5mm, R8: 8mm+0.05mm
Charpy: 7.5)/ 15) / 25) Charpy: 3.8m/s Accuracy of angle 10x10x55mm
JBIC. <25 Dial Display Manual . .
Zad: 5.5)/ T [ 22) Izod: 3.5m/s Specimen box capacity Manual type
Charpy: 7.5)/ 15) /25) Charpy: 3.8m/s . , Machine size 200501 B00mMm
JBIC =250 _ = digital DRO (LCD) Auto Machine weight 450Kg / 550Kg
lzod: 5.5) /11) / 22) lzod: 3.5m/s
Power 50Hz 380V 250W

JBIC-5D and JBIC25D can option software and PC.




JB-50/JB-300(JB-300B)

Manual charpy impact testing machine

tions of electrification. It is an indispensable eq

Manual charpy impact testing machine is used to test the impact resistance of materials under the local condi-

Jipment for metallurgical and mechanical manufacturing units,

as well as a necessary test instrument for scien

Technical parameters:

Ific research institutions to carry out new material research.

Model JB-50 JB-300
impact energy 25J). 50J 150 J,3001
The distance b etween the pendul um shaft and impact point 478mm 478mm
impact speed 4m/s 4m/s
Display type Dial clock Dial clock
Pre-rising angle of pendulum 135" 155"
Speciment bearer span 40+0.2mm 40+0.2mm
Round angle of the jaw RT-1.5mm R1-1.5mm
Round angle of im pact cutting edge R2.0-2.5mm R2.0-2.5mm
Accuracy of angle 10x10x55mm 10x10x55mm
Speciment box capacity Manual by people Manual by people
machine size 900*450*340 900*450*340
Machine weight 70kgs /0kgs
power supply 380V/50Hz/5A 380V/50Hz/5A

(JB-50/JB-300

Technical parameters:

(JB-3008B)

Model JB-3008B JB-5008B
display Dial display Dial display
Impact energy 150/300J 250/500)
Control type electric electric
The distance between the pendulum shaft | |
b P 750mm 800mm
Impact speed 5.2m/s 5.4 m/s
Pre-rising angle of the pendulum 150°

Specimen bearer span 40mm

Round angle of the jaw RT-1.5mm

Round angle of impact cutting edge
Specimen size

Machine size

Machine weight

Power

R2-2.5mm, R8+0.05mm
10 (7.5/5/2.5) mmx10mmx55mm
2200x600x1380mm
450Kg / 550K g
50Hz 380V 180W

JBS-300B/JBW-300B

(Touch LED Screen Display)

Semi-automatic impact testing machine

(JBS-300B/JB5-600B) (JBW-3008/JBW-600B)

Technical parameters:

esdel JBW-300B JBW-450B JBW-5008B JBW-600B
JBS-3008B JBS-450B JBS-5008 JBS-600B

Impact energy 150J/300 450) 250J/500J 300J/600]

Control type Electric Electric Electric Electric

The distance between the

oendulum shaft and impact point ¥ 1k S b

mpact speed 5.2m/s 5.4 m/s 5.4 m/s 5.4 m/s

Display type Digital Readout /Computer

Pre-rising angle of pendulum 150°

Specimen bearer span 40+0.2mm

Round angle of the jaw R1-1.5mm

Round angle of impact cutting edge R2-2.5mm_, R8mm

Accuracy of angle 10x10x55mm

Specimen box capacity Manual type / (optional customized auto feed specimen)

Machine size 2200x600%x1400mm
Machine weight 450Kg / 550Kg
Power 50Hz 380V 180W




JBW-300Z/JBW-500Z

(Computer Co

Automatic impact

Features:

Nntrol)

testing machine

Automatic impact testing machine is controlled automatically,it can realized operation of rising pendulum

—sending speciment—posit
testing accuracy.- the testir

oning—second rising pendulum etc ,have high operation efficiency and high
g machine Is suitable to be used In laboratories which make consecutive

impact tests or the metallurgy and machine manufacturing sectors which are involved with a large amount

of impact tests.

Technical parameters:

Model

impact energy

The distance between the pendulum sh  aft

and impact point

impact speed

JBW-3007 JBW-500/
150J) . 300J 250J) . 500]
/50mm 800mm
5.2m/s 5.4 m/s

Display type Computer / Digital Readout
Pre-rising angle of pendulum 150°
Speciment bearer span 40mm
Round angle of the jaw RT-1.5mm
Round angle of impact cutting edge R2-2.5mm, R8mm
Accuracy of angle LI
Speciment specification 10x10x55mm
Speciment box capacity 10 PCS
Sending sample centering type automatically
power supply 380V/50Hz/5A
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JBW-300C/JBW-750C

(Computer Control)

Automatic impact testing machine |

Features:

The tull-automatic impact testing machine is controlled by pc, and the results are measured, calculated, digital
displayed and printed out by microcomputer, which has high operation efficiency and high test accuracy; the
residual energy after impact crushing can automatically litt the pendulum for the next test; it is more suitable
for continuous impact test laboratory or involving a large number of impact tests Metallurgy and machinery
manufacturing sector.

Technical parameters:

JBW -300C JBW -450C JBW-600C JBW -750C
Model

JBS -300C JBS -450C JBS -600C JBS -750C
Impact Energy 300J 450) 000J 750J
Scale Range 0-300) 0-450) 0-600) 0-750)
Test range 10 -90%FS 10 -90%FS 10 -90%FS 10 -90%FS
resolution 2) 3) 4) 5)
Distance between Axis of Pendulum Shaft and

/50mm /750mm /750mm /50mm

Striking Center
Maximal Impact Speed 5.2m/s 5.2m/s 5.2m/s 5.2m/s
Included Angle of Impact Blade 30° &1
Pre-raising Angle of the Pendulum Hammer 150°, Resolution 0.1°
Span of Test Sample Support 40 +0.2mm
Radius of C ircular Arc of  Sample Support R1: 0 -1.5 mm
Radius of Circular Arc of Impact Blade R2: 0--2.5mm, R8: 8mm=0.05mm
Angle of Impact Cutter 150°
Specification of Test Sample 10(7.5, 5, 2.5)x10x55 mm
Precision of Force Transducer <+1%FS
Take part Manual by people
Impact test POWER AC 380V  50Hz




JBW-300CYD/JBW-750CYD

Low temperature impact tester

Features:

The testing machine is controlled by microcomputer automatically, which can control the swing, swing, feeding,
positioning and impact. The testing machine is equipped with a special automatic sample feeding device, which
can automatically locate the end face of the sample, so as to ensure that the time from discharge to impact
does not exceed 2 seconds, which meets the requirements of metal low temperature charpy impact test
method. After the sample is punched and cut, the residual energy is used to automatically swing up and
prepare for the next test, so the working efficiency is high.

Technical parameters:

Model JBW-300CYD JBW-450CYD JBW-750CYD
Impact Energy 300 450) 750
Scale Range 0-300) 0-450)J 0-750)J
Resolution 2 ) 5 5
Distance between the Center of the Pendulum Shaft and

PRI /750mm 750mm 750mm
Impact Speed 5.2m/'s 5.2m/s 5.2m/s
Refrigeration Mode Compressor and liquid nitrogen

Low Temperature Range 0C°to -190 C °(optional temperature range)

Temperature Control Precision Fluctuation £0.5 °C  Grads: 1 degree

Included Angle of Impact Cutter 30°++1°

Pre-raising Ang le of t he Pendulum Hammer 150°

Thickness of Impact Cutter Temm

Span of the Test Sample Support 40mm+0.2mm
Round Angle of Tong Mouth R1.25mm

Round Angle of Impact Blade R2.25mm , R8mm
Specification of Test Sample 10mmx10mmx55mm
Precision of Force Tra nsducer <+1%FS

Capacity of Test Sample Box 20 pieces

Impact test POWER AC 380V 50Hz
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DWIM-1000

Drop hammer impact tear tester

China GB/T 8363-2007"test method tor drop-weight tests of
ferritic steel products”.united states materials and test asso- ]
clation astm E436-03 "standard for drop-weight tear tests of r
femtic steels".American petroleum institute APl RP 513-1996 o
‘conducting drop-weignt tear tests on line pipe".
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Features:

DWIM-1000 drop hammer impact tear tester is used to the determination of stainless steel pipes. carbon steel.
structural steel etc relevant standard test. it represents brittle fracture of steel with small cracks under dynamic
loading yield stress. the test method is to raise the hammer of a certain mass to a certain height, then release
it at rest, and the free falling body of the hammer will impact on the surface of the sample, thus dynamic load-
iIng will be carried out on the sample.by adopting a microcomputer control mode, the instrument drop hammer

tearing tester can acquire and analyze test data.

A. measurement and control of the hoisting height of the drop hammer: the testing precision is 1
mm, and the controlling precision is +5 mm;

B. measurement of the impact speed: measure the maximal impact speed before the impact of the
drop hammer.

C. load measurement. measure load born in the drop hammer impact process and draw load-time
wavetorm

D. data acquisition and storage: imported data acquisition card with high performance and sampling
rate ensures enough sampling points in the very short impact process and ensures the truth of an
energy change curve.

E. software analysis: with strong software analysis functions, the digital display drop hammer tearing
tester provides various data processing results of preset energy, impact energy, absorbed enerqgy,
impact speed, impact time, maximal load, energy in maximal load, time in maximal load, deformation
iIn maximal load, load-time wavetform and energy-time waveform, and can automatically generate a
detection report including various testing results and the size, trademark, number, temperature, and
environmental temperature and humidity of the test sample.

Technical parameters:

Pendulum impact energy /.57 ) -757) orother impact energy (customization )
Striking Velocity of Pendulum 0.77-24 m/sec

Cooling system Liquid Nitrogen (separate attachment)

Temperature r ange 0°C- 20°C ( or customization )

Drop Height 0.03 -12m

Drop Weight 70.0 Kg (or customization )




Impact Equipment

UV Impact Specimen Notch Broaching Machine

Features:

This series broaching machine is exclusively used for accurately processing the v-shaped notch and u-shaped
notch of impact specimens, being the indispensable special equipment used for impact test of metal materials
and also the ideal auxiliary impact equipment for physicochemical laboratories of such industries as metallurgy
industry, boiler pressure vessel industry, truck, ship and machine manufacture industry, etc. the broaching
machine is characterized in easy operation, high speed, high efficiency, one-step forming and uniform and
standardized notch-making, fully satistying the requirements of standards both home and abroad, such as
gb/t229-2007 and iso148 standard; the adoption of double-cutter and double operation positions can ensure
the successtul broaching of two standardized specimen notches at the same time. v-shaped or u-shaped
broaching tool can be provided according to the requirement of the users; the broaching toll is precisely made
by special material with special technique, with high hardness, great apbrasion resistance and long service life.

we always supply broaching tools.

VU-2D model impact specimen notch electric broaching machine has motor lead screw type drive;
VU-2Y Impact specimen notch hydraulic broaching machine has oil pump hydro-cylinder type drive;

Technical parameters:

Model

Notch pattern

Broach tool travel

Broaching speed

Size of the processed specimen
cuter

Power

Fxternal dimension (L*W*H)
Weight (about)

vU-2D VU -2Y

vV, U (Z2Zmm

340mm

2.5m/min 2.0m/min
10mMmx10mm (/7.5 or 3 x55mm

V,U (Z2Zmm) cuter each one

380V 500W 380V 500W
600x500x1200mm 600x 500x1200mm
150kg 200kg

V-25 Plastic Specimen Broaching Machine

Features:

The broaching machine is specially use for make the notch of charpy & izod impact tester nonmetal material
specimen, such rubber, pvc, abs plastic, insulating material.

the machine has simple structure, convenient operation and fast and accurate, and it is the auxiliary equip-
ment of impact testing machine. can be used for scientific research institutions, quality inspection depart-
ments, colleges and universities and production enterprises to produce the gap specimen.

Specification:

1 Table size: 90mm

2, Notch type: according to cuter type.

3, Specimen size: 80*10*4mm

4 Cuter:

A cuter type notch size: 45°+0.2° r=0.25+0.05
B cuter type notch size: 45°+0.2° r=1.0+£0.05
C cuter type notch size: 45°+0.2° r=0.1+£0.02
5 Machine size: 37/0mmx340mmx250mm

6, Weight: 15kg

/, Power: 220V 50/60HzZ

CST-50 Impact Specimen Notch Projector

Features:

The CST-50 impact specimen notch projector is a special optical instrument designed and developed for
oreparing to test the v-shaped or u-shaped notch processing quality of impact specimen. the processed speci-
men notch is amplified for 50 times and projected onto the observation screen; then a comparison is carried
out with the standard drawing board inscribed on the ocbservation screen and it is can pbe rapidly determined
whether the notch of the impact specimen is qualified. the comparison is directly visible and the operation is
simple with high efficiency. the projector is indispensable special equipment for physicochemical laboratory.

Main technical indexes:

Projection screen: 200x200mm

Magnification: 50X lens

Light source: 12V 100w(tungsten halogen lamp)
Table range: 10X10mm

Focusing range: 12mm

Rotation table: 360 degree

Power: 200V 50HZ 200W

Machine size: 515x224x603mm
Machine weight: 20kgs




DWC-60 Impact Specimen Low Temperature Chamber

Application:

Dwec series temperature chamber is designed according to the standard of 'charpy notch impact test methoad

for metal materials' and adopts compressor cooling technology, which is made up of two sections (low
temperature grade and high temperature grade).

DWC-190 Liquid Nitrogen Impact Specimen
Low Temperature Chamber

it utilizes the heat balance principle and cycle stirring method to realize the constant temperature cooling to
impact specimen with the reliable performance.

Features:

Imported compressor, danfus valve, imported evaporation-condensation machine;

controlled by intelligent instrument, digital presentation temperature value, automatic control temperature,auto-
matic time and alarm.

Features:
nigh security, refrigerate tast, large volume.

[t uses liquid nitrogen cooling technology and high-precision intelligent instrument to control ultra-low tempera-
ture test,it can achieve automatic unitorm cooling and constant temperature for specimen
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Technical parameters:

Mode of refrigeration

Cooling Medium

Compressor refrigeration

Ethanol or other unfrozen liquid

Cooling medium

Power supply

Model DWC-40 DWC-60 DWC-80 DWC-100

Temperature range +30~ -40° +30~-60° + 30~ -80° +30~ -100°

Temperature Control Accuracy +0.5°

Effective working space 120x120x80mm

Specimen dimension 10x10x55mm

Specimen quantity More than 60 pcs Technical parameters*
+30°C~0°C +30°C~0°C +30°C~0°C +30°C~0°C
1.2°C/min 2°C/min 2°C/min 2°C/min

Model DWC-19 0
0°c~-20°C 0°c~-20°C 0°c~-20°C 0Pc~-20°C
Cooling range +30°C ~ -196°C
0.8°C/min 1.5°C/min 1.5°C/min 1.5°C/min
Temperature droppin g speed Constant temperature accuracy +2°C
-20°C~-40°C -20°C~-60°C -20°C~-40°C
T 10°C/mi 10°C/mi 10°C/m Temperature dropping speed 2°C ~5°C / min
-20°C~ =407 0°C/min 0°C/min 0°C/min
| Specimens amount 00 (Impact Specimens  Size: 10x10x55mm)
0.5°C/min -40°C~-60°C -00°C~-80°C -60°C~-100°C
| ‘ | Digital timer
0.7°C/min 0.7°C/min 0.7°C/min
Dimensions(mm) 800x510x480

TMin~9999min(Resolution:Tmin)

Liquid nitrogen

220V~240V, 50HZ, 2.5KW




Salt Spray Tester
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Temperature and humidity testing machine can provide a experimental environment that high ana
low level of temperature and humidity constant, or alternate change, including refrigeration system,
heating system, humidification/dehumidification/water system, air duct system, control system,

system safety protection device and so on.

Technical parameters:

GB/T2423.22-87/Nb,GJB1032-90,MIL-STD-2164/(E/C),GB/T2423.4-93,
GB/T2423.34-86,GJB150.9-86

_ Model SH-THC-1000JY SH-THC-2000JY
Features: o
- - - - - | e dimensions 1000*1000*1000 2000%3000*20 00
1. Elegant appearance. _\t is completed _by using cnc machine tool with a good shape. adopting flat 5 Wk B Frem)
handle makes its operation more easy, simple and safe. 5 e _ e
. . . . . . _ : = ~ 4
2. Chinese and english Icd touch interface is adopted. timing can be set from 1-100hours. nine orders ; SITPEratiIt fange
of fault warnings and simple maintenance methods can be ruled by touch-key board. it has the func- | Humidity range cU%RH  ~387%RH
tion of temperature self-calibration. temperature sensor is din pt-100w (platinum sensor). temperature 5 Stability +0.5°C
control adopts pid + ssr. With _pi-d automatic ca\cu-\ation furjctior*, temperature and humidity can .be 5 Humidity +2 COLRH
controlled more accurately, avoiding the necessary inconvenience and keeping it a longer working lite. ; it ity s
3. The controller has a multi-stage program editing. Temperature control can be tasten and sloped. .
Humidity +1.0 °C+2.0°C%RH
-E,.k |- — g Wind speed 1.7 -2.5m/s
| — gl : Warming time 20°C ~100°C <40min
' Cooling time 20°C ~ -40°C<60min
Cooling system Original air -cooled closed compressor imported from Europe; fin evaporator caters as dehumidifier

No fuse overload control insurance protection system. Equipping with compressor over heating, over -

Protection device current, over -pressure, over-heated over -humidified , ov er-dried, over -temperature, water -lack

: alarming system

Using original imported temperature and humidity controller with touch interface , it owns 100

Controller Features stages of prog ram memory segment While temperature and humidity can be controlled

procedurally.

Heating / humidification heating: finned stainless steel  heating

system

humidification: sheathed stainless steel  electric steam generating mode

Power supply 380V AC+10%  50HZ




SH-THC

Series Constant Temperature
& Humidity Test Chamber

Technical parameters:

Model SP -THC-80 5P -THC-100 SP -THC-150 SR=THC 225 SP -THC-400 SP -THC-800 SP -THC-1000
Test space WxHxD(mm) 400*400*500 500*400*500  500*500*600  600*500*750  800*600*850  1000*800*1000  1000*1000*1000
: Temperature range A0 ~150°C); B(-20~150°C); C(-40 ~+150°C); D(-70°C ~ +150°C), or customized
Humidity range 20%RH ~98%RH, or customized
» Temperature  +0.5°C
Stability

E Humidity +2%RH
: Temperature  £1.0°C

Uniformitymidity  £2.0°Co%RH
Wind speed 1.7 -2.5m/s
: Warming time 20°C ~ 100 °C<40min
Cooling time 20°C ~ -40°C<60min
Cooling system Original aircooled closed compressor imported from Europe; fin evaporator catersas dehumidifier
inner wall material Imm thickness mirroe stainless steel (USU#304)
outer wall material Imm Cold Rolled Steel (CRS)

Sreracting diic No fuse overload control insurance protection system. Equippingwith compressor overheating, over-current, over- pressure,
: I I = LN & -
: over-heated over-humidified , overdried, overtemperature, waterlack alarming system

Using Korea original  imported temperature and humidity controller with touch interface , it owns 100 sets 1000 stages of
orogram memoy segment and can be repeated 999 cycles. While temperature and humidity can be controlled procedurally.

; Controller features

Features: E . S

- Heating / humidification e B . . L . . .
1.E\egar’t appearance. it is comp\eted by using cnc machine tool Wlth 2 good shape adoptlng flat handle : systert heating: finned stainless steel heating  humidification: sheathed stainless steel electric steam generating mode
makes its operation more easy, simple and satfe. Pesier Spbly 220V AC+10%  S0H7

2.Chinese and english Icd touch interface is adopted. Timing can be set from 1-100hours. nine orders of .
fault warnings and simple maintenance methods can be ruled by touch-key board. it has the function of

temperature self-calibration. temperature sensor is din pt-100w (platinum sensor). temperature control 5 Temperature &Humidity eontrolrange;
adopts PID + SSR.With pid automatic calculation tunction, temperature and humidity can be controlled
more accurately, avoiding the necessary inconvenience and keeping it a longer working lite.

3. The controller has a multi-stage program editing. temperature control can be fasten and sloped.

Room temperature 20°C test

....... 98%RH
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Salt Spray Tester

Compound Type Salt Spary Tester

Features:

machine adopts imported PVC&PP hard plastic, solid structure,acid and alkali endurable, high
temperature corrosion, never aging. Suitable for neutral salt fog NSS, acetic acid test along,
copper acetate CASS and other experimental requirements.

Use plastic precision nozzle and conical spray, mist evenly fast, nozzle long service lite, no crys-
tallization.Using LED LCD touch screen, can connect with computer to realize remote monitoring

and operation, can be arbitrary switching in both Chinese and English.
With USB interface, can insert U disk to download historical data (the alternative recorder.
Internal control, spray time without additional time relay.

Through the flow meter, higr

air, to ensure uniform settlenr

pressure valve to regulate brine flow and pressure of compressed
ent of salt fog.

Use the manual water system, water shortage with the function of automatically added, ensure

continuity of test.

Technical parameters:

Model

internal  (WxDxH ) mm
outer (W*D*H)mm

materials

temperature

spray mode

control system

power supply

test chamber
cover

solution tank
chamber frame
saturation barrel

salt spray test

copper -accelerated
acetic acid -salt spray
test

tapered disperser
nozzle

spray vo lume
defogging mode
chamber temperature/
saturation barrel
heating slot safe
temperature

first gra de pressure
structure adjustment

SP-5T-1500'-CCT
2100x900x 700
2710x1250x1630

SP-ST-100 -CCT
1650x900x700
2360x1250x1630

SP-ST-420-CCT
1000x700x600 1300x800x /700
1560x1000x 1580 1860x1050x1630

glass fiber reinforced plastics, thickness: 5mm

glass fiber reinforced plastics, with viewing window, auto lifting system to control
cover

with water level, PVC board, thickness : 5mm
glass fiber, adjustable test angle

saturation barrel

1.test chamber : 35°C+1°C

2.saturation barrel : 47°C+1°C

1.test chamber : 50°C+1°C

SP=5( ~000-LC1

2.saturation barrel : 63°C+1°C

adjustable spray volume, and make spray even
precision glass nozzle

1~ 2ml/80cm?1hr

air enforcing and drain out

touch screen controller; temperature resolution 0.1  °C, from 0-99.90.1 °C; PID auto
tuning

U~92°C

1. 1st grade pressure regulating valve, pressure range 2 -2.5kg/cm?

2. 2nd grade pressure regulating valve, pressure 0 -4.0kg/cm? adjustable; spraying

pressure adjust to 1.0Kg/cm?
3, pressure gage 2 Kg/cm? piece, resol  ution 0.1 Kg/cm?
AC 220v/50Hz/20A




Standard Type Salt Spary Tester

Machine adopts imported pvc&pp hard plastic, solid structure,acid and alkali endurable, high temperature corro-

sion, never aging. Suitable for neutral salt fog nss, acetic acid test along, copper acetate cass and other experimen- E

tal requirements. 5 Cold and heat \mpact test chamber

Use plastic precision nozzle and conical spray, mist evenly fast, nozzle long service lite, no crystallization. 5

using led lcd touch screen, can connect with computer to realize remote monitoring and operation, can be .

arbitrary switching in both chinese and english. E Model SP-LC-60L SP-LC-80L SP-LC-100L  SP-LC-150L
With usb interface, can insert u disk to download historical data (the alternative recorder. T ——— 500%300%400  500%400*400  500%500%400  600*500*500
internal control, spray time without additional time relay. '
Through the flow meter, high pressure valve to regulate brine flow and pressure of compressed air, to ensure
uniform settlement of salt tog.

Use the manual water system, water shortage with the function of automatically added, ensure continuity of test.
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Test box temperature range -60°C ~ +150 °C

Precision oven

Technical parameters:

Model JY-H~125 L JY-H-225L JY-H-420L JY-H-800L
Inner dimension (mm) 500 x 500 x 500 600 x 500 x 750 600 x 700 x1000 800 x 800 x1200
Outer dimension(mm) 1000 x800 x 1100 1250 x800 x 700 780 x1100 x1720 1200 x1300 x1500
Heating power (Kw) 4 4.5 6.5 7.5
°C~250 °C (+ 10 °C~300 °C Customized)

Working temperature room temperature + 10

Technical parameters:
NSS SP-HL-90 SP-HL-120 SP-HL-160 SP-HL-200 i
Model ASS SP-AHL-90 SP-AHL-120 SP-AHL-160 SP-AHL-200 :
CASS SP-AHL-90 SP-AHL-120 SP-AHL-160 SP-AHL-200

W 900 1200 1600 2000
Interior dimensions (mm) ) 600 850 1000 1200

5 500 600 600 600 .

W 1460 1900 2600 3000
Exterior dimensions (mm) D 910 1150 1450 1650 '

H 1280 1500 1550 16 00 .
Chamber Tank 2701 480L 800L 1440L " Precision oven y
Solution Tank 25 L 90L 90L 120 L .
Testing Temperature NSS ACSS 35 °C+1°C / CASS 50°C+1°C e R
Air Temperature NSS ACSS 47 °C+1°C / CASS 63°C+1°C P UV Steriizer Chamber
Solution Consistence NaCl 5%
PH Value NSS (Nacl) : 6.5~7.2 / CASS(Cu/ CH COOH ): 3.0~3.2
Temperature fluctuation )50
Temperature uniformity <. 0°C
Temperature Resolution 0.1°C :
Spray quantum 1.0~2.0(ml/80cm 2/h) LJV sterilizer chamber
Chamber Material polyvinyl chloride (P.V.C & P.P) :
eater CRITESKR “RSsiant Ui Lioe Model SP-UV2S SP-UV3S SP-UVAS  SP-UVSS  SP-UV6S
Temperature sensor Platinum Resistance (PT -100)
Safety device Over-temperature protection , leakage protection , Y woning, pres 1A o £ SO st o PP
Ambient temp. & humi d. range +5°C ~ +35°C / <85%RH UV tube 20W, length: 600 mm , wavelength: 253.7nm, lite 8000H

Power Supply AC 220V/50HZ/1P AC 380V/50HZ/3P
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