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COMPANY PROFILE

Being a professional manufacturer and exporter in the field of of quality test instru- . . .
ments,guizhou SUNPOC tech industry co., Itd.(SUNPOC) mainly supplys optical profile Gr naer Polisher Machine
projectors, video measuring machines, toolmaker microscopes, digital readout, linear

scales, hardness tester, digital caliper and measuring software, etc. The products are

widely applied for in the industry of mechanic, electronic, mold and hardware for qual-

ity control etc.Adhere to the "quality first, users first" business purposes and ‘creating

the 1st class domestic supplier, setting up international fomous brands” as the devel- — CUJ[JUﬂg Machme

oping target of the enterprise, the SUNPOC team has worked and researched with

constantly efforts to improve the quality and explore new products to serve the

customers better. Under the scientific and strict management and always deliver on

time and honor the contract, SUNPOC has enjoyed a good reputation both home and

abroad. Currently our product has passed the 1SO9001:2000, certification of 2000 .

international quality control system, CE certification and verification of ISO1002-1 MOU ﬂtmg Pl’eSS

metering certification system. SUNPOC has already established some distributor in l

mainly district in the world with its service and technical support networks. At the same

time, our team will bring professional service for each of our customer.Our vission s

that we are willing to work with the worldwide lifeful partner for a better tomorrow, to

climb up a new height of optical measurements. let us fight together!

Metallurgical Consumables
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48 Metallurgical &
Grinder Polisher Machine

Model SYMP -10
This machine can be adapt- Jisc Diameter csum
ed to various materials Abrasive Paper Diameter 230mm
oreparation of test samples. Speed Stepless speed 100~1400r/min, or Four speed 300, 600, 900, 1400r/min
the polishing disc diameter Is Rotational Direction Clockwise or Counterclockwise
arger than the domestic Electromotor DC brushless motor, 220V, 600W
similar proaucts. The platen Control and Display Film key operation , Nixie tube display, With washing function
speed of polishing disc oper- Power Supply 220V, 50Hz, 6A
ates independently. It is the Nimensions 120%660x330mm
pest equipment of metallo- |
Net Weight 30kg

graphic sample preparation.

Model SYMP -20
Disc Diameter 230mm
Abrasive Paper Diameter 230mm

In the process of preparation of metallographic sample, pre grinding, polishing and
Stepless speed 100 ~1400r/mi n,

grinding are the indispensable procedures. This machine symp-10 is produced with ppc Speed

sewage collection plate and cover and is the latest product with a new and beautiful or Faur speea 300, 600, 00, AU/ min

appearance.This machine is controlled by single chip microcomputer, grinding disc Rotational Direction Clockwise or Counterclockwise

100RPM-1400RPM of stepless speed regulation with digital tube display. The motor is dc Electromotor DC brushless motor, 220V, 600W

brushless motor and don't need to replace the brush, used for a long time. The machine Control and Display Film key operation, Nixie tube display, With washing function
'S non-toxic painted. Strong large support chassis design ensures the precision rotary Power Supply 220V, 50Hz, 8A

balance. Powerful motor brings strong power and efficient grinding and polishing expe- Dimensions 257 x660x330mm

rience.Spindle leak-proof design ensures the bearing almost without damage and the Net Weight 57kg

super mute design brings a good experience.lt supports for fast disk system, with the
use of elasticity, and can be used with automatic grinding device. Features: low noise,
convenient operation, beautiful appearance, safe use.

Packing List: Machine Body 1set, Grinding and Poli shing Disc 230mm 2 pcs , Ferrule 2 pcs,
Abrasive Paper 230mm 6pcs, Polishing Cloth 230mm 2 pcs ,Water Inlet Pipe 1 pc, Water Outlet Pipe

®32mm  2pcs, Water Inlet Filter Screen 1 pc, Usage Instruc tion Manual 1 copy.
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Metallographic Grinding
And Polishing Machine

PROJECT
SOLUSIONS

In  the metallographic sample
preparation, pre-grinding, polish-
iIng and grinding are the indispens-
able procedures. This machine is
controlled by single chip micro-
computer. With abs sewage collec-
tion plate and cover it is the |atest
product with a new and beautiful
appearance.

__________________________________________________________

----------------------------------------------------------

Technical parameters:

Model
Disc Diameter

Abrasive Paper Diameter
Disc Speed
Disc Rotational Direction

Disc Electromotor
Control and Display
Power Supply
Dimensions

Net Weight

SYMP -100
254mm /300mm
250mm 300mm

Stepless speed 100~1000r/min
Clockwise or Counterclockwise
DC brushless motor, 220V, 1.2kW
7 inch LCD touch screen

220V, 50Hz, 8A

800x 800x360mm

57kg

Technical parameters:

Model

disc diame ter

abrasive paper diameter
disc speed

disc rotational direction
disc electromotor
control and display
power supply
dimensions

net weight

SYMP-200

254mm /300mm

250mm /300mm

stepless speed 100~1000r/min
clockwise or counterclockwise
DC brushless motor, 220V, 1.2kW
7 inch LCD touch screen

220V, 50Hz, 12A
1200x800x360mm

95kg
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Automatic Grinding &
Polishing Machine s

Technical parameters:

Model SYMP Z-10

disc diameter 230mm

abrasive paper diameter 230mm

disc speed stepless speed 100~1000r/min,or four speed 250, 500, 750, 1000r/min
disc rotational direction clockwise or counterclockwise

disc electromotor DC brushless motor, 220V, 6 00W

head elec tromotor stepper motor, 200W

head speed stepless speed 20~120r/min

timing set 0~99min

sample holding qgty. 4 pCs

sample holder specification ®25mm, ®30mm, ®40mm (choose one) or customized specification
pressure method Individual air pressure

pressure force 0~60N

 id i film key operation , nixie tube display, with  automatic locking of the grinding head
: control and aispla
: et and washing function

E powe r supply 220V, 50Hz, 6A
dimensions 420x660x630mm
net weight 50kg

Standard accessories:

PI‘eCISIOIl deSlgﬂ No. Name Specification Qty No. Name Specification Qty
. L . : 1| machine bod 1set 8 | waterinlet pipe 1pc
The machine is plastic painted and non-toxic. The powerful large support I — L : pp, _, -
| _ | _ | : 2 | grinding heac pC 9 | water outlet pipe P32mm oe
chassis design ensures the precise rotation balance. Powertul motor brings | — —— , — ,
, . o , , : 3 | grinding polishing disc 230mm pC 10 | water inlet filter screen pC
strong power and efficient grinding and polishing experience. The anti ; — : mr :
, _ | . 4 | magnetic disc 230mm Tpc 1 | air pipe domm pC
leakage design of the spindle ensures almost no damage to the bearing, : _ ,, — _,
d the ult ot desian bri d : : 5 | metal disc 230mm 4 pCs 2 | air filter 0C
and the ultra quiet design brings a good experience. -
. J SR P 6 | abrasive paper 230mm 6 PCS 13 | inner hexagon spanner 2/ 3/ 5mm T pc
' /| polishing cloth 230mm 2 PCS 14 | instru ction manual 1
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Technical parameters:

Model SYMP Z-20
disc diameter 230mm
abrasive paper diameter 230mm

disc speea
disc rotational direction
disc electromotor

head electromotor

stepless speed 100 ~1000r/min, or Four speed 25 0, 500, 750, 1000r/min
clockwise or counterclockwise

DC brushless motor, 220V, 600W

stepper motor, 200W

head speed stepless speed 2 0~120r/min
timing set 0~99min
sample holding qgty. 4 pcs

sample holder  specification
pressure method

pressure force
control and display

power supply
dimensions

net weight

®25mm, @30mm, ®40mm (Choose one) or Customized specification
individual air p ressure

0~60N

film key operation , nixie tube display, with automatic locking of the grinding
head and washing function

220V, 50Hz, 8 A

420 x660x630mm

78kg

Strong bearing capacity

Standard accessories:

LOW n O I Se No. Name Specification Qty
1 machine body 1 set
easy o Operate > grinding head 1 pe
3 grinding and polishing disc 230mm 2 PCS
4 magnetic disc 230mm 2 PCS
5 metal disc 230mm 6 PCS
6 abrasive pape r 230mm 6 pCs
7/ polishing cloth 230mm 2 PCS
: 8 water inlet pipe 1 pc
2 water outlet pipe P32mm 2 PCs
10 water inlet filter screen 1 pC
11 air pipe domm 1 pcC
12 air filter 1 pc
13 inner hexagon spanner 2mm, 3mm, 5mm each 1 pc
14 usage instruction manual 1 copy
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®New and beautiful appearance, abs material integral forming.

®|t adopts high definition lcd touch screen, clear to display and easy to use.

- ®Dc brushless motor, used for a long time; super mute design brings a good experience.

®The grinding disc is made of stainless steel, firm and steady.

: ®S5trong large support chassis design ensures the precision rotary balance.

i ®Spindle leak-proof design ensures the bearing without damage.

@ he size of the disc is larger than the same products in the market, can select 300mm or 250mm grind-
iINg disc, adapted to various materials preparation of test samples.

®Grinding disc stepless speed or four speed control, clockwise or anticlockwise rotating direction, which

, makes the sample smooth and clean.

) ®\\Vith magnetic grinding disc design, it supports for fast disc replacing system, the plate is teflon paint-
T '; ed which makes no residue of changing polishing cloth.

®Lquipped with the automatic grinding head, it replaces the manual grinding and polishing. and it can
set time and rotating speed of grinding head, with lighting system, it improves the grinding and polish-
INg quality and efficiency of samples.

@/t can store ten kinds of grinding and polishing procedure, set different parameters for different sam-
ples.

®\\ith optional zad-1 automatic dropping device, it can set time and drop uniformly for the suspension.

SUNPOC
SYMPZ-100
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Technical parameters:

Model SYMPZ -100

disc diameter 254mm /300mm

abrasive paper diameter 250mm /300mm

disc speed Stepless speed 100~1000r/min

disc rotational direction Clockwise or Counterclockwise

disc electromotor DC brushless motor, 220V, 1.2kW
Aut om ati C M et all 0O gr ap hi C head electromotor Stepper motor, 200W

head speed Stepless speed 20~120r/min
Grinding And Polishing Machine B e

sample holding gty. 6 pPCs

sample holder ®25mm, P30mm, P40mm (Choose one)
In the metallographic sample preparation, pre-grinding, polishing and grinding are the indispens- specification or Custornized specification
able procedures. This machine is controlled by single chip microcomputer. With beautiful appear- PRESSLTS Metics ncividual pres sure or Lertral pressure
ance, stable performance and convenient operation, it realizes the automation of grinding and individusl pressure forge i
polishing. Therefore it is the ideal equipment for metallographic sample preparation. CENirsL pressure jorce il

control and display 7 inch LCD touch screen

power supply 220V, 50Hz, 8A

dimensions 800x800x760mm

net weight 96kg
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SGPM2-300 Spectrum Grinding Machine
i SGPM1-400 Grinding Machine

Technical parameters:

Model SYMPZ-200 E
Disc diameter 300mm/254mm E
Abrasive paper diameter 300mm/250mm
Disc speed Stepless speed 100~1000r/min - >GPM2-300 QP-4
Disc rotational direction Clockwise or Counterclockwise : .
Disc electromotor DC brushless motor, 220V, 1.2kW ' Te ChIll C al p arannl ete rsS.

ead electromotor Stepper motor, 200W

ead speed Stepless speed 20~120r/min Model SGPM 2-300
Timing set 0~99min Disc Diameter 300mm
Sample holding qty.‘ — 6_ PCS | | —_— B : Abrasive Paper Diameter 300mm
Sample holder specification ®25mm, ®30mm, ®40mm (Choose one) or Customized specification |
Pressure methoad Individual pre ssure or Central pressure Speed stepless speed 100~1400r/min,
Individual pressure force 0~50N : or Four speed 300, 600, 900, 1400r/min
Central pressure force 0~160N Rotational Direction Clockwise or Counterclockwise
Control and Display 7 inch LCD touch screen i Elsrrinnictor Prwsr EEOW
Power supply 220V, 50Hz, 12A -
Dimensions 1200x800x760mm Control and Display Film key operation , Nixie tube display, With dust collecting device
Net weight 134kg :

. Power Supply 220V, 50Hz, 10 A
Standard accessories: ; Dimensions 320x440%940mm
Name Specification Qty Name Specification Qty Net Weight 122kg
machine body 1 set water inlet pipe 1pc .
grinding head Tpc water outlet pipe G32mm 2 pcs Te Chnlcal param eterS:
sample holder 2 PCS water inlet filter screen 1 pc : | |
sample leveling plate Tpc air pipe domm 1 pcC Model SGPM1-400
grinding &polishing disc 300/254mm 2 PCs head connection cable 2 pcs Grinding disc diameter DA00mm
magnetic disc 300/250mm 2 PCS air filter 1pC :
metal disc 300/250 mm 6 PCS inner hexagon spanner 2/3/5/6mm each 1 Speed 1400r/min,2800r/min
abr'asi?,xe-_paper 300/250/mm 0 pCs usage instruction manual 1 copy Input voltage KW
polishing cloth 300/250mm 2 PCS :
E Motor AC380V 50HZ
: Dimension 600 mm x 600 mm x1030mm

Net weight 85kg
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SYMPZ-300A

Automatic Metallographic
Grinding And Polisning Machine

\
|1

SYMP-300

Metallograpnic
Grinding And Polishing Machine

SYMP-300 It is an economical grinding and polishing system integrating pre grinding, grinding and
polishing. It uses single-chip microcomputer technology to control through the membrane switch
panel, the grinding and throwing plate adopts DC brushless motor to drive, V-belt for transmis-
sion, which has the characteristics of stable rotation, low noise, long life, satety and reliability; it can
adjust the speed according to the user's needs to adapt to ditferent needs; it has its own cooling

device, which can cool the sample during grindir

aged. It is an ideal choice for metallographic samr
research institutes and universities.

g, SO as to prevent the sample from being dam-
ple preparation equipment in factories, scientific

Technical parameters:

Model SYMP-301 SYMP-302
Disc type single disc double disc
Disc diameter ®203mm/230mm/254mm
Abrasive paper diameter ®200mm/230mm/250mm

Disc speead
Disc rotational direction
Disc electromotor

Power supply

Stepless speed 100~1400r/min
clockwise/ anticlockwise
DC brushless motor, 220V, 1.1kW
220V, 50Hz, 12A

Dimensions 480x660x330mm 756x660x330mm
Net weight 100kg 120kg
Standard accessories:

Name Specification Q'ty Name Specification Q'ty
Main machine SYMP-300 1 Adhesive sandpaper ®200mm/230mm/250mm | 6
Grinding and

Installed on the device 1 Aeronautical plug-inline 1
throwing disk
M agnetic disk ©200mm/230mm/250mm 1 Inlet waiter pipe ®12mm 1
Anti-stick disk ®200mm/230mm/250mm 6 Out waiter pipe P32mm 1
Velvet with glue ®200mm/230mm/250mm 2 Technical document manual book 1

The automatic grinding device is matched with the automatic grinding device, and can be used for
replacing manual grinding and polishing procedures, and the rotating speed of the grinding head can
be set reqularly, and the illumination system is provided, so that the grinding and polishing quality and
the manutacturing efficiency of the sample are improved. It is suitable for the metallographic test room
of the factory, colleges and universities and scientific research units, and is an excellent equipment for
metallographic sample grinding and polishing.

Technical parameters:

Model SYMPZ-301A SYMPZ-302A
Disc diameter ©254mm

Abrasive paper diameter @250mm

Disc speed Stepless speed 100~1000r/min

Disc rotational direction anticlockwise

Clockwise/ anticlockwise
DC brushless motor, 220V, 1.TkW
Stepper motor, 100W

Direction of grinding head

Disc electromotor

ead electromotor

ead speed Stepless speed 20~120r/min
Timing set 0~99min
Sample holding qgty. 6 pcs

Sample holder specification ®25mm, ®30mm, ®45mm (Choose one) or Customized specification

Pressure method Individual pressure or Central pressure (optional)

ndividual pressure force 125 b

0~160N (optional)

6 inch LCD touch screen
220V, 50Hz, 12A

Central pressure force
Control and Display

Power supply

Dimensions 480x710x620mm 756x690x620mm

Net weight 100kg 120kg
Standard accessories:

Name Specification Q'ty Name Specification Q'ty

Main machine SYMPZ-300A 1 A dhesive sandpaper @250mmy300mm o

Grinding and | | o

tivoRing disk | nstalled on the device | Aeronautical plug-inline |

Magnetic disk ®250mmy/300mm l |nlet waiter pipe @1 2mm |

Anti-stick disk ®250mmy/300mm 6 Out walter pipe ®32mm ]

Velvetwithglue ®250mm/300mm 2 T echnical document manual book |
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Technical parameters:

‘ Cutting Machine

SOG-300PCR 5 Model SQG-300PCB
Q ) | - | | Cutting methoad manual /automatic, spindle feeding or table feeding
Automatic Precision CUttmg Machine Feed speed manual / automatic 1-36mm/min (step 0.Tmm/min)
_ Cut-off wheel ®180x0.8xD22mm
Max. Cutting capacity ® 30mm
Max. Travel spindle travel 140mm, table travel 230mm
. Spindle speed 500-3000r/min
Electromotor power 1.2kW
Cutting table 245 x415mm, T-slot 8mm
. Clamping tool quick clamp, Jaw height 45mm; vertical clamp, opening 27mm
Control and display 5.7 inch touch screen
- Power supply 220V, 50Hz, 8A
Pump flow 16L/min
Dimensions 620 740x380mm
Net weight 80kg

Standard accessory:

Machine Body Tset, Cut-off wheel @180x0.8 x®22mm/Diamond cutotf wheel Ipc,

Cutting Fluid 3kg 1 bottle, Spanner 22mm 14x1/mm each 1 pc, Vertical Clamp Spanner 1 pc, Power Cable 1 pc, Usage Instruction
Manual 1 copy.

SQG-300PCB automatic precision cutting machine adopts the speed regulation motor which drives
the belt to control the cut-off wheel to achieve the effective speed. With the touch screen control, the
display iIs clear and the function layout is reasonable. The feed of cutting can be controlled by cut-off
wheel propulsion or by cutting table propulsion according to the different materials or personal
habits, and also it can automatically finish cutting according to the set parameter. With built-in inde-
pendent stainless steel circulating ftilter cooling water tank, combined with 80% water and 20%
cutting tluig, it can effectively avoid the sample surface heat and prevent rail and ball screw rust. The
machine has safety protection function for opening the cover. The working area is totally enclosed
and has a transparent cover for observation during cutting. The cutting table can be equipped with
different clamping tools which can be freely disassembled and cleaned. This bench-top cutting
machine can be applied to the cutting of PCB plate, metal materials within ®30mm, electronic parts
and mounting samples, etc. The appearance is beautiful and the interface is easy to operate, which
s the best choice of the small piece cutting.
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SJTMQ-120 s SJMQ-600Z

Low Speed Precise Cutting Machine : Automatic Precision Cutting Machine

SIMQ-120 low speed precision cutting machine is mainly used for cutting small cylindrical and SIMQ-600Z automatic precision cutting machine is a single chip computer control cutting
square metal electronic circuit board materials. The constant load and constant cutting force machine. It's suitable tor the precision cutting of metal, electronics, ceramics, crystal, hara
automatic cutting machine uses weights and stops automatically after cutting. The micrometer : alloy, rock, concrete, organic material, biological material (tooth, bone) and other materi-
device is used to adjust the thickness of the cutting sample for precise cutting. Therefore, it is used E als without deformation.

as the TEM sample preparation equipment. 5

Technical parameters:

Model SIMQ-600Z7
Cutting Method Automatic,Spindle feeding along Y axis
Feed Speed 0.7-36mm/min (Step 0.1mm/min)
Cut-off Wheel D205 x1.2 xP32mm
Max. Cutting Capacity ® 60mm
Technical parameters: 5 " oxis Travel o
- _ Spindle Span 125mm
Mo S0 5 Spindle Speed 500-3000r/min
Cutting Method Automatic, Deadweight cutting : Blactrarnitoss Dewer 1300W
Cut-off Wh‘.eel | P100x0.7xPl2./mm Cutting Table 320x225mm , T-slot 12mm
I\/Iax: Cutting Capacity _®25 L Clamping Tool Quick clamp , Jaw height 45mm
X axis Trave lemim . step L. Imm Control and Display 7 inch touch s creen
>pindle Speed S~ i Power Supply 220V, 50Hz, 10A (380V optional)
Electromotor Power OLIW Dimensions 850 x 770 x 460mm
Control and Display Film key operation , LCD display Net Weight 140kg
Power Supply 220V, 50Hz, 6A Water Tank Capacity 36l
Dimensions 350%380%290mm Pump Flow 3L/
Net Weight 24kg Water Tank Dimensions 300 %500 x450mm
Packing List: Machine Body 1set, Cut-off Wheel ®©100x0.7x®12.7/mm Diamond cut -off wheel 1 pc, Plexiglass : Water Tank Weight 20kg
Shield 1pc, Inner Hexagon Spanner  2mm, 5Smm, 6mm each 1pc, Power Cable 1 pc, Usage Instruction Ma nual Icopy. Packing List: Machine Body 1 set, Water Tank 1 set, Cut-off Wheel® 205 x 1.2 x®32mm Resin cut -off wheel 2 pcs,

Cutting Fluid 3kg 1 bottle, Spanner 14 x1/mm , 17 x19mm each 1 pc, Inner Hexagon Spanner 3mm, 6mm each
: 1 pc, Water Inlet Pipe 1/2 Metal pipe 1 pc, Water Outlet Pipe® 32mm 1 pc, Usage Instruction Manual 1 copy.
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SQGZ-90
Automatic Metallographic Cutting Machine

This machine is a manual / automatic precision cutting machine. the whole machine adopts electrome-
chanical separation structure, which is eftective in protecting electrical satety and convenient in mainte-
nance. The height of the spindle can be adjusted, y axis and x axis can be both automatically and accu-
rately controlled to achieve the continuous thin slice cutting of the sample. with automatic intelligent
feeding, the speed can be automatically adjusted according to the hardness of the material to avoid
blockage.This machine is suitable for the sample cutting of various shapes, sizes and materials, the
surface of the sample after cutting is bright and flat without burns, thus it is the ideal equipment for
sample cutting.It is suitable for various ferrous metals, non-ferrous metals, heat treatment parts, forg-
INgs, semiconductors, crystals, ceramics and rocks etc.

Technical parameters:

Features:

Model SQGZ-90

cutting method manual/automatic, table feeding along y axis
cutting mode continuous cutting, pulse cutting
feeding speed manual / automatic 1~240mm/min
cut-off wheel ®300x2xP32mm

max. cutting capacity D90mm

y axis travel 260mm

X axis travel 40mm

z axis travel 50mm

spindle speed 500~3000r/min

electromotor power 4kW

cutting table 435300 mm , T-slot 12mm

clamping tool

display and control
power supply
dimensions

Net Weight

Water Tank Capacity
Pump Flow

Water Tank Dimensions

Water Tank Weight

quick clamp , jaw height 60mm

/ Inch touch screen

380V, 50Hz,12 A, three - phase five -wire

910%x935x1350mm
430kg

80L

50L/min

610 x550 x680mm

85kg

Standard accessories:

Name

Specif ication

O

The machine body is made of thick sheet meta

~which is firm and stable.

/ inch high-definition color touch screen, visual display and easy to operate. 1 set
Manual / automatic operation, feeding method is flexible.

Y axis automatic intelligent feeding, the speed can be automatically adjusted according to the hardness of
the material to avoid blockage.

X axis automatic table can achieve the continuous thin slice cutting of the sample.

/ axis can be manually adjusted, which is suitable for various sizes cut-off wheels, and can compensate for
the loss and thus efftectively improving the utilization rate of cut-off wheels.

With explosion-proof transparent observation window and protection of cover opening, it Is safe and
reliable. With powertul exhaust fan, it makes observation more clear.

Adjustable LED lamp to achieve effective lighting for the whole cutting chamber.

With double-sided quick clamp and T slot cutting table, it is easy to operate and easy to replace.

Three adjustable cooling water lines can prevent sample burns and there is the independent clean water
gun for easy cleaning.

The mobile magnetic circulating cooling water tank has effective filtration and can prevent sample burns.

machine body

water tank 1 set

cut-off wheel ®300 x2xP32mm , resin cut -off wheel

2 pcs

cutting fluid 1 bottle

spanner 14xT/mm , 24x2/mm

each 1 pc

water inlet pipe 1/2 m etal pipe

water outlet pipe ®48 mm

=
(@)

fan pipe
fan

usage instruction manual

Mo
.
.
-
(.

=" = — —
O O O O
O (@ (@ O

—
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SQGZ-650
Automatic Metallographic Cutting Machine

This machine is suitable for cutting samples of various shapes, sizes and materials. The surface of the
cut sample is smooth and smooth without burn. It is an ideal sample cutting equipment. Suitable for all

kinds of ferrous metals, non-tferrous metals, heat treatment parts, forgings, semiconductors, crystals, Technical pal'ameteI'SI
ceramics, rocks, etc. :

cutting method manual/automatic, table teeding along y axis

feeding speed manual / automatic 1~240mm/min

max. cutting capacity d65mm

Z axis travel 35mm

electromotor power 2kW

clamping tool quick clamp, jaw height 60mm

power supply 380V, 50Hz, 10A, three-phase five-wire

net weight 280kg

pump flow 25L/min

water tank weight 27kg

g I-."i;h'ﬂ..,.'.. 7T o

Standard accessories:

Features:

The machine body is made of thick sheet metal, which is firm and stable. No. Name >pecification Qty
/ inch high-definition color touch screen, visual display and easy to operate. 5 : machine body 1 cet
Manual / automatic operation, feeding method is flexible. ' , P —

Y axis automatic intelligent feeding, the speed can be automatically adjusted according to the hardness '

Of tI'*e materia‘ to avoid b‘ockage_ 3 cut-off wheel D300x2xP32mm, resin cut -off wheel 2 PCS

/ axis can be manually adjgstedf which.is SJitab\Q.for.various sizes cut-off wheels, and can compensate 4 cutting fluid 3kg 1 bottle
fon; the loss gnd thus effectively improving 'Ehe ut!\lza’uon rate of cut_—off wheels. - : — 36mm . 14 x17mm . 24x27mm ———
With explosion-proof transparent observation window and protection of cover opening, It is safe and

reliable. 0 water inlet pipe ®20mm 1pc
Adjustable LED lamp to achieve effective lighting for the whole cutting chamber. 7 water outlet pipe d48mm 1pc
With dou_b\e—sided q,_lick damp_and T slot cutting table, it is easy to operate apd easy to replace. q Usage instruction manual 1 copy
Three adjustable cooling water lines can prevent sample burns and there is the independent clean water

gun for easy cleaning.
The mobile circulating cooling water tank has effective ftiltration and can prevent sample burns.
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SQGZ-1000/1200/2000/3000

Automatic Cutting Machine

SQGZ-1200 automatic cutting machine is a plc controlled metallographic sample cutting machine, and
it can also be controlled by electronic handwheel. the structure of the machine is firm and reasonable.
the frequency conversion motor is directly connected with the cut-off wheel, which provides power
transmission between the motor and the cut-off wheel and ensures the cutting efficiency. also it adopts
electromechanical separation structure to effectively protect electrical safety, which has convenient
maintenance and long service lite. Using schneider electric and mitsubishi software, X, Y, Z axis can be
automatically and accurately controlled, it can adjust the amount of feed according to the hardness of
material to achieve the fastest cutting effect. The cutting speed is controlled by frequency conversion,
which has very high reliability and control ability.

Features:

With ABB spindle motor (except SQGZ-1000), schneider electric, and mitsubishi software, these core
components guarantee the quality.

X, Y, Z axis can be automatically and accurately controlled or manually electronic hand wheel control.

't has continuous cutting and pulse cutting two modes which can adjust the amount of feed according
to the hardness of material to achieve the fastest cutting effect.

With two LED lamps and automatic exhaust system, it can increase the brightness and clarity of the
cutting chamber.

Cursor positioning function makes the sample cutting location more accurate.

The mobile magnetic circulating cooling water tank has effective filtration and can prevent sample burns.

't has large cutting space and can feed cutting in multi-direction.

The cutting door is completely closed when working, which is safe and reliable.

Schneider electric, mitsubishi software, automatic exhaust system, alarm system, double LED lighting,
cursor positioning

Control method, manual/automatic, three-axis Linkage, 10 inch Industrial touch screen control or elec-
tronic handwheel control.

Technical parameters:

Model

feeding speed
cut-off wheel(mm)
cutting table

(x*y)

y axis travel

X axis travel

Z axis travel

max. cutting capacity
clamp opening

spindle motor

feeding motor

power supply
Dimensions(mm)

net weight

water tank capacity
water tank dimensions
water tank weight

SQGZ-1200 SQGZ-2000
1~200mm/min  (Suggest 5~12Zmm/min)

with X axis: 410x350 mm
"6 X avic: E10x350 mm 450%x350 mm 485 x400 mm
250 mm 250 mm 300 mm
with X axis: 140 mm 100 mm 100 mm
160mm 200 mm 230 mm
100%x100 mm 120%x120 mm 200x150 mm
- 100 mm _ 120 mm 200mm
. ABB frequency ABB frequency
frequency conversion . .
conversion conversion

motor, 4kW motor, 5.5kW

motor, 7.5kW

Servo motor
380V, 50Hz, 30A  three-phase five -wire

stepper motor

1200x1100%1800 1450x1000x 1850  1550x1100x 1900
1700kg 1800kg 2200kg
80L 120L
50L/min 100L/min
610x550x680mm /00x63 0x800mm
85kg 90kg

D400%x3x D32
530x630 mm

230 mm
300x7150 mm
ABB frequency

conversion
motor, 7.5kW

Vs
=
b
-
-k
b
-
O
b
g
®
¢~
N
vp
-
=
—
¢~
Y5

Inher

—

machine body
water tank

cut - off wheel

cutting fluid

spanner
hexagon spanner
socket spanner

water inlet pipe

water outlet pipe

usage instruction manual

Specification
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5mm,6mm

24mm
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1 set
1 set
2 pcs
2 bottles
2 pcs
each 1 pc
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SQG-10 SQG-20

Metallurgical Sample Cutter Cutting Macnhine

Cutting is the first important procedure in the process of the sample preparation. this machine - The SQG-20 cutting machine is suitable for the general lithic material. in order to take the sample
sgg-10 metallurgical sample cutter adopts high speed rotating resin cut-off wheel to cut the sam- in ultra-safe situation, the machine not only adopts totally-enclosed double-encloser structure ana
ples. In order not to burn the sample, it is equipped with cooling system.It is widely used in the fast clamp device, but also has cooling water tank, which uses prepared cooling liquid circularly. For
metallographic laboratory for cutting various samples, which is very easy to operate and maintain. E lengthening the service life of this machine and easing its operation and maintenance, the main

5 spare parts such as encloser, grinding wheel spindle sleeve, jaw and operating platform are made
of stainless steel. The machine is the best equipment for cutting sample.

Technical parameters:

Model SQG -10
cutting method Manual, Y axis feeding Model SQG-20
cut -off wheel O 300x2x®32mm Cutting Method Manual, Clamp feeding along Y axis
max. cutting capacity 50x50mm Cut-off Whee| D250x2xD32mm
spindle speed 2800r/min Max. Cutting Capacity 65x65mm
electromotor power 2.2kW Spindle Speed 1400r/min
clamping tool Threaded clamp or Quick clamp,Jaw height 50mm : Electr omotor Power 11kW
power supply 380V, 50Hz, 8A, Three -phase four -wire Clamping Tool Stainless steel clamp,Jaw height 52mm
dimensions 740x465x390mm Power Supply 380V, 50Hz ,6A, Three-phase four-wire
net weight /0kg Dimensions 490x600x330mm
Net Weight 45kg
Standard accessories: i Water Tank Capacity 36L
No. Name Specification Qty ' Pump Flow 12L/min
1 machine body 1 set Water Tank Dimensions 300x500x450mm
2 cut - off wheel ®300x2xD32mm 2 PCS . Water Ta nk Weight 20kg
3 f’pa””er Aemm  pes : Packing List: Machine Body 1set, Water Tank 1 set, Cut-off Wheel ®250x2x®32mm
:’ :Z;rrT:liTgp?;espanner d3180r:nr:n 1 EE | Diamond cut -off wheel 1 pc, Clamp Tpc, Plexiglass Shield 1 pc,  Spanner 36mm, 24x2/7/mm each 1 pc,
- Sra———y—— p— -~ Water Inlet Pipe 1/2 Metal pipe 1 pc, Water Outlet Pipe ®32mm 1 pc,
: —— 1 cony Usage Instruction Manual 1 copy.




Utting of general all-facies and lithofacies

mum samples under the safe conditions.
DINg Mmechanism, and also attaching the
“clrculation, prolonging the service life,

uth, operating board, and other main spares
ptimum equipment of cutting samples.

Technical parameters:

Model

Cutting Method

Cut -of f Wheel

Max. Cutting Capacity

Spindle Speed 2800r/min

Electromotor Power 3kW

Cutting Table 204x240mm

Clamping Tool Quick clamp, Jaw height 60mm

Power Supply 380V, 50Hz,10A,
730x700x540mm
(750x730x1200mm floor type)

Net Weight ~ 125kg (180kg floor type |

Water Tank Capacity 60L

Pump Flow 25L/min

Water Tank  Dimensions 565x360x600mm

Water Tank  Weight 27kg

Packing List: Machine Body 1 set, Water Tank 1 set, Cut - off Wheel ®300x2x®32mm Res in cut-off

wheel 2 pcs, Spanner 14x17/mm, 24x27mm each 1 pc, Water Inlet Pipe 1/2 Metal pipe 2 pcs, Water

, Three - phase four - wire

Dimensions

Outlet Pipe ®48mm 1 pc, Usage Instruction Manual 1 copy.

SQG-40A

Multifunctional Metallurgical
Sample Cutter

SQG-40A model multi-functional cutting machine
IS mainly used for cutting irregular general metal-
lography sample materials such as round cylinder
and polygon and protruding platforms, etc.

Cutting Method Manual, Spindle feeding along Y axis
Cut- off Wheel D250x 2xD32mm

Max. Cutting Capacity 65 x 65 mMm

X Axis Travel 45mm
Y Axis Travel 27/0mm

1.5k W

130 x 190 mm, T-slot 12mm
Quick clamp, Jaw height 60mm

Power Supply 380V, 50Hz ,6A, Three-phase four - wire
Dimensions 700x520x1110mm

Water Tank Capacity 60L

Pump Flow 25L/min

Water Tank Dime nsions 565 x 360 x 60 0mm
Weight 27kg

Packing List: Machine Body 1 set, Water Tank 1 set, Cut - off Wheel® 250 x2xP32mm Resin cut - off

Water Tank

wheel 1 pc, Spanner 36mm 14 x1/mm , 24 x 2/mm each 1 pc , Water Inlet Pipe 1/2 Metalpipe 1pc,
Water Qutlet Pipe @ 32mm 1 pc, Usage Instruction Manual 1 copy.

SZQG-100B

Metallographic Automatic
Cutting Machine

SZQG-100B cutting machine is composed of body, electric control box, cutting room, motor
cooling system, cutting wheel blade and other parts. The cutting machine can not only cut
round workpiece with diameter less than 100 mm, but also cut rectangular sample with height
of 100 mm and depth of less than 200 mm. The machine cools the sample through the cooling
system to prevent the sample from overheating and burning the structure in the cutting
process. The machine can also set the cutting speed for different samples, so as to improve
the quality of cutting samples. The machine Is with manual type and automatic cutting type.
t Is one of the necessary sample preparation equipment for metallographic test in colleges,
factories and enterprises.
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SQG-50/50A

Multifunctional Metallurgical Sample Cutter

SQG-50/50A model multi-functional cutting machine is mainly used for cutting irregular general
metallography sample materials such as round cylinder and polygon and protruding platforms,
etc. This machine adopts double-shells totally closed structure and double quick clamp organiza-
tion. It can guarantee cutting under absolutely safe status, this machine equipped with front, back
board, the thickness of sample can be changed arbitrarily, and the speed of entering is controlla-

ble. In order to avoid the sample organization burns because of being overheated in cutting, this Mountlng Pre SS
machine is furnished with the strong cooling system, and can avoid little burn of the sample E
surface while cutting and falling, can increase the cutting section, improve the utilization ratio of SZXQ-'] OA

cutting emery wheel slice; it has convenient advantages in operation, maintenance; it is the
extremely good apparatus tfor cutting irregular sample materials.

Automatic Single Head Mounting F

Mounting is a very important process of metallographic sample preparation, especially for some ditficult
holding tiny samples, irreqularly shaped samples, and what needs for protecting edge or automatic grind-
ing and polishing, mounting is an essential procedure before sample preparation. szxg-10a is an advanced
nydraulic water-cooling automatic sample mounting press. the mounting process is controlled by the
program, which realizes the one-key operation of heating, loading, holding, cooling and unloading
process. the sample mounting is automatically completed without the need of the operator on duty. the
machine adopts hydraulic pump with higher pressure, which makes the sample more compact. the cavity
s lengthened and so two samples can be completed at the same time by using the middle block. unique
cold and heat separation design makes it more safe and stable. it has dual control of high-definition touch

Te Chnical parameters: screen and physical keys, various mounting scheme can be saved. with water cooling system, it can finish
' two samples mounting in 7 minutes at the soonest, which makes sample preparation easier and more labor

— E saving, the mounting quality is also better and more stable. (only for thermosetting materials, such as

Cutting Meth od Manual, Table feeding along VY axis E Bakelite powder, urea formaldehyde molding powder etc.

Max. Cutting Capacity 100 x120mm

Spindle Speed 280 Or/min

Cutting Table 250 x 240 mm , T-slot 12mm

Power Supply 380V, 50Hz , 10A, Three -phase five-wire

Net Weight 340kg

Pump Flow 25L/min

Water Tank Weight 36kg
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SZXQ-100/SZXQ-200

Automatic Single/Double

Head Mounting Press

Automatic single/double head mounting pressinlaying is a very important process of metallographic
sample preparation, especially for some difficult holding tiny samples, irregularly shaped samples, or
what needs for protecting edge and automatic grinding and polishing, inlaying is an essential procedure
before sample preparation. It has solidified the inlaying program, especially suitable for thermosetting
materials, such as urea-formaldehyde molding powder and bakelite powder materials. Using this
machine makes your sample preparation work more easily and more labor-saving and the inlaying quality
better and more stable.

Technical parameters:

Mould Diameter O25mm, ®30mm, ®P40mm (Choose one)

Heating Power O25mm  TkW;  O©30mm 1.2kW; ®40mm 1.6kW

Heating Temperature 50~180 °C (The default is 120°C)

Hold Time 30s~7min (The default is Tmin)

Total Time /min30s for two samples ®30mm, 9min for two samples © 40mm

Interface Language English and Chinese

Dimensions 530%x510 x480mm

Technical parameter:

mould diameter O25mm, ©30mm, ©40mm (Choose one)

heating power O25mm  TkW; ®30mm  1.2kW; D40mm 1.6kW

heating temperature 0~180°C (The default is 120°C)

cooling method external water source cooling

dimensions 650x600x550mm

Standard accessories: crandard accessories:

No. Name Details Qty No. Name Details Qty . No. Name Specification Qty
1 machine body 1 set 7 hoop 1 pc 1 machine body 1 set
_ | | _ : 2 rotary handle 1 pc
2 middle mould block 1 pc 8 bakelite powder 500g 1 :

_ . : 3 upper mould block 1pc
3 pump breathing cap 1 pc 2 measuring cup 1 pcC A oump breathing cap 1 e
4 water inlet pipe 1 pc 10 | inner hexagon spanner 5mm 1 pc . 5 water inlet pipe 1pc
5 water outlet pipe O10mm 1 pc 11 brush 1 pc o water outlet pipe O10mm 1pc
6 | water inlet filter screen 1 pc 12 | usage manual 1 : / water inlet filter screen 1pc
: 8 hoop 1pc

9 bakelite powder 5009 1 bottle
10 measuring cup 1pc

11 Usage manual 1 copy
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SZXQ-10

Automatic Inlaying Machine

Touch screen type SZXQ-10 automatic metallographic sample mounting press adopts automatic
| A mechanical pressure. The mounting process is controlled by the program, which realizes the one-key
i ' operation of heating, loading, holding, cooling and unloading process. The sample mounting is

Y | automatically completed with sound and light alarm function, without the need of the operator on
4 | duty. The machine adopts gear motor with stable pressure, and the water cooling system makes
V‘i/" sample preparation fast. With stable and reliable performance, it is the ideal equipment for sample
1. The shell is made of ABS, with novel appearance.
2. Touch screen display control, the interface is clear and intuitive, and the operation is simple.
3. It adopts precision mechanical transmission and pressurization, which is durable.

mounting.
4. The whole process is fully automatic closed-loop control, and all inlaying processes are com-
pleted automatically.
5. The cooling is faster and the mosaic efficiency is higher. The cooling mode can select time
cooling mode, set the cooling time, and stop automatically when the cooling time arrives. You
can also select the temperature cooling mode, set the cooling temperature, and stop automat-
ically when the temperature is reached.
6. 22mm @©30mm p45mm mould can be selected, special mold can be customized according
to customer needs.
/. It can be operated manually and automatically, so it is more flexible and convenient to use.
8. It can store more than 200 sets of inlay process formula, which is convenient for quick trans-
fer and realizes serial production.
9. Two samples can be inlaid at the same time to double the inlaying efticiency.
10. The program has built-in intelligent algorithm, and time mode and intelligent mode can be
selected.

SZXQ-600

Automatic Single Head
Mounting Pres

1

sSunpoc
E

Technical parameters:

Model SZXQ-600
Mould diameter O25mm, ®30mm, P45mm (Choose one) :
Cavity height 108mm, effective 60mm
Heating power O25mm  1kW; P30mm 1.2kW; D®45mm 1.6kW, total 2kW . TeChnlcal parameters:
Pressure recision mechanical transmission and pressurization
Heating temperature 0~200°C (The defaultis 160°C) :
Hold time 0-99 min adjustable (the default is Tmin) d o
Cooling time 0-99 min adjustable (the default is 0.5min) mould diameter ®25mm , ®30mm , P40mm (choose one)
Cooling method Auto cooling 5 9
Power supply 220V, 50Hz, 10A : heating power O25mm/P30mm 1.2W; ®40mm 1.6kW
Dimensions 460x600x550mm hanical 1301
Netweight 9159 , motor power 120W
Standard accessories: ; . _
NG N am e Specification Qty heating time T~7min (default is 4min30s)
1 machine body 1 set .
2 mould block and mould ®30mm 1 pE : o | | |
3 bakelite powder 5000 T bottle . cooling time 1~30min ( default is 2min20s)
4 measuring cup 1 pcC :
6 water outlet pipe O10mm 1 pc : power supply 220V, 50Hz , 10A
/ brush 1 pc - y = I
8 Usage manual 1 pc

net weight 50kg




SX0-10

Metallurgical Sample Mounting Press

SXQ-10 is designed for mr

ounting sm

thermosolidificational plas

‘1Ic to moun

sxg-10 is a mechanical mo

all or abnomal-shape and difficult-to-hold samples. use
' the sample is prevenient work of grinding and polishing.

Unting press. heating is operated by digital temperature controller, all
the properties are stable. to operate more safely.sxg-10 is equipped with a fence cover board
and the best choice tfor sample mounting.

Technical parameters:

Mould Diameter

Heating Power

Dimensions

Packing List: Machine Body

O25mm, ®30mm, ®40mm (Choose one)

440W

340

x200x430mm

1 set, Handle T

pc, Heater 1 pc,

Bakelite Powder 30g 1 bottle, Usage Instruction Ma nual 1 copy.
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series picture

Cutting

Set

Grinding and polishing

nalmne

feature

applicatin

Metallurgical Consumables
3

specificatin

Metallographic cutting 250x1.2/1.5/2% 32
whee aluminium oxide suitable for cutting common 300x1.5/2x32
A-type A1 <45HRC (brown alumina) steel materials, carbon steel,alloy steel, 350x2.5x32
A2: 45~55HRC resin binder cast iron, non quenched steel 380x2.8x32
A3: >55HRC 4()0}(3}(32
Metallographic cutting suitable for cutting high quality 21(?50”‘: 22232
wheel aluminium oxide carbon steel, alloy steel,tool steel, 2 1; 1 SK e
B-type 8821':4{5455];:?%(: (white alumina) bearing steel, stainless steel, high speed steel Xl.e/ '2/ Z
83 >CSEHRC resin binder and high hardness quenching steel. 300x71.5/2x3
350x2.5x32
suitable for cutting copper, aluminum,
| . | zinc, titanium, cast aluminum, 250x1.2/1.5/2%32
C-type Metallographic aluminium oxide
cutting wheel o tungsten molybdenum alloy,cemented
resin binder carbide, glass, ceramics, rocks
300x1.5/2x32
Metallographic cutting suitable for cutting high vanadium
wheel aluminium oxide high speed steel, alloy steel, tool steel, 250%1.5/2x32
D-type D1. <45HRC (Chromium corundum) high toughness, high viscosity and
D2: .45”55HRC resin binder easy to burn materials.
D3: >55HRC 300x1.5/2x32
o ' 250x71.2/1.5/2x32
E-type Metallographic cutting aluminium oxide Suitable for cutting
wheel resin binder hard ferrous metal (60HRC)
300x1.5/2x32
suitable for cutting plastics, rubber, dental 100x0. 7x7e.7
S C—— orthopedic materials, high hardness ceramics, 180x0.8x22
Diamond cut wheel E——— glass, electronic components, printed circuit 200x1x32
boards, non-ferrous metal materials, rocks, 250x1.2x32
non-ferrous composite materials 300x1.5x%32
| . . 100x0.7x12.7
Ultra-thin suitable for cutting iron, superalloys,
orecision . fork ) cobalt alloys, nickel alloys, high-carbon alloys, 180%0.8x22
Cutting di CBN cut wheel oronRg;:rr;l beor:ﬂ;te”a high-speed steels, tungsten molybdenum alloys, 200x1%32
JtHng dise heat-resistant alloys, cast magnets, 250x1.2x32
titanium alloys, etc.
300x1.5x32
petrography Diamond material It is suitable for cutting lithofacies materials. s 90
cut wheel Bronze bond
It is suitable for cutting aluminum, 180x1.8x22
granin [l A Saiv blade Carbide serration aluminum alloy and other materials
with strong viscosity
200x2x32
ZC_WO?’B It is suitable for all kinds of cutting machines. It can
Coolant Coolant Synthetic heavy duty | protect the sample from overheating and burn, cool, 3kg/bucket
cutting fluid lubricate and rust proof, and get better cutting samples.
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series

picture

feature

applicatin

specificatin

_ black
black mounting _
thermosetting 0.5kg/bottle
powder
Granular, powdery
Common type
_ _ white 't has the advantages of universal
white mounting _ _ _ _
. thermosetting rapid sample preparation, high 0.5kg/bottle
owder
’ Granular, powdery grinding speed, economical and
practical.
Thermal red/green colour red/green
mounting thermosetting thermosetting 0.5kg/bottle
material Granular, powdery Granular, powdery
_ Black, conductive Conductive type
1 Conductive _ o .
____ _ thermosetting It is suitable for SEM detection and Tkg/bottle
= mounting powder _ _ -
Granular, powdery analysis, electrolytic polishing.
transparent Iransparent type
transparent | N .
| | thermosetting [t is suitable for the sample mosaic 0.5kg/bottle 1kg/bottle
mounting grain _ | _ _
mounting grain which needs transparent observation.
Fast curing speed resin powder 1kg
cold mounting suit acrylic resin Suitable for semiconductor, curing agent 1L
electronic components, PCB. Including 1 mould
| High transparency and low curing resin powder 0.5kg
_ _ epoxy resin _
cold mounting suit _ temperature curing agent 0.5L
4-6 hours curing _ . | .
Suitable for heat sensitive materials. Including 1 mould
Cold _
_ cold mounting 25mm, 30mm, 31.75mm,
mounting /
_ mould 32mm, 40mm, 50mm
material
cold mounting B
silica gel / 25mm, 30mm, 40mm
mould
p o=
1 Quick demoulding of cold inlaid
| L demoulding agent - 100ml
e samples.
Stainless steel clip
_ Hot / cold inlay for fixing
Inlay fixture Inlay fixture

specimens

plastic clip

series

picture

name

SiC water sandpaper 230mm

SiC water sandpaper with glue 230mm

SIC water sandpaper with glue 250mm

SiC water sandpaper with glue 300mm

applicatin

specificatin

60#,80#,120#,150#,180#, 220#,240#, 2804#,
320#,360#,400#, 500#,600#,800#,1000#1200#, 1500%#,2000#

60#,80#,120#,150#,180#,220#,240#,280#,320#,360%,
400#,500#,600#,800#,1000#,1200#,1500#,2000#

Abrasive alumina water sandpaper 230mm 180#,240#,2804#,320#,400#,600#,800#,1000#,1200#
Paper alumina water sandpaper with glue 230mm
alumina water sandpaper with glue 250mm 80#,240#,280#,320#,400#,600#,800#,1000#,1200#
alumina water sandpaper with glue 300mm
W10,W14,W20,W28,W40,W50
drry grinding abrasive pape 230mm
(W5,W7)
Diarmend Suitable for common alloy
. Diamond grinding disc materials, such as cast
grgigéng 230mm 250mm 300mm iron, stainless stee|, (1208 200HE 400, SO0, 100, 3000%)
copper, duralumin, etc
_ 230mm
glue polishing canvas W5-W14 250mm
300mm
230mm
glue polishing woolen cloth W3-W5 250mm
300mm
230mm
glue polishing red velvet W5-W10 250mm
300mm
230mm
D[:Ifgtlﬁg glue polishing black velvet W1-W3 250mm
300mm
230mm
glue polishing gray velvet W1-W3 250mm
300mm
230mm
glue polishing fine velvet WO0.5-W3 250mm
300mm
230mm
glue polishing silk WO0.5-W3 250mm
300mm
&l G : for polishing non-ferrous
| alumina powder metal samples. (W1, W3, W5)
=l = _ : for polishing ferrous
E e Chromium oxide metal samples, (W1, W3, W5)
for polishing ferrous and
non-ferrous metals,
- - ceramics, composite
Synthetic diamond grinding paste materials, gems, (WO.5W1,W2.5W3.5W5)
instruments, glass and
other materials.
for polishing all material
Diamond spray samples, instruments and (WQ.5,W1,W2.5W3.5W5,W7,W10)
other parts.
Polishing _
agent | for iron and steel,
o . . - . nonferrous metal
Ei Diamond suspension polishing fluid materials, glass, ceramics, (WO.5,W1,W2.5W3.5W5W7,W10)
| gemstones, etc.
| minerals, iron-based
| metals, carbides, printed
—_ T ; circuit boards, precious
alumina filnal polishing fluid metals. electronic (WO0.03,W0.05)
components and other
materials.
P mineral, metal, ceramic,
silicon dioxide final polishing fluid composite, gem, (W0.03,W0.05)

instrument, optical glass
and other materials.
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